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STATE OF DELAWARE
DEPARTMENT OF TRANSPORTATION
DIVISION OF MOTOR VEHICLES

INTRODUCTION

Mission Statement:

AThe Division of Motor Vehicles promotes sa

We embrace the standards of courteoasf f i ci ent , and ti mely service.
The Division of Motor Vehiclebs inspection

utilized of our services. Division customers may be state, federal, or local government officials,

corporations, new residers , deal ers, or private citizens. A

State Government and the Division will be formed by their treatment and experience in our inspection
lanes. This first impression is one that may remain with the individual fong time. Therefore, it is

i mportant that we promote and embrace the Divi
the utmost courtesy.

Quality Customer Service is a key tool to t
our facilities is in need of a service. You as an inspection technician must perform your job duties
while promoting quality and friendly service.

This manual has been created and revised in an effort to guide you through the inspection
process and tose as a reference and tool to accomplish your daily tasks.

First Class Servicdrom the First State
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GENERAL INSPECTION INFORMATION

The driver assumes all responsibility for passengers that remain in the vehicle during inspection.
Motor Vehicle Services Technicians must enforce Delaware Child Restraint Law, Title 21, 84803. No
vehicles will be inspected with children under age of@ waeighing less than 60 Ibs. unless they are in
an approved child restraint safety seaivision procedure requires that all individuals who wish to
remain in the vehicle during the inspection process must wear a fastened seat belt.

Cell phones pets,and smokingare prohibited in the inspection lanes.
Anything not covered by this manual, which in the determination of the Motor Vehicle Services

Technician prevents the safe operation of the velsbla] be rejected. The Motor Vehicle Services
Supervsoror Vehicle Services Program Manageéll have the final decision in these particular cases.

It is the policy of the Division of Motor Vehicles to accept vehicle inspection repditsy if the
inspection has been performed within the immediate padags)

Title 21, Chapter 21, Subchapter lll, requires a vehicle inspection before being registered or having its
registration reneweexcept Delaware registered vehicles in the 5 newest model y&aue renewal

of registration is required annually oebnial (Section 2109), the law implies that a safety inspection is
required at least biennially.

Other information, as pertaining to specific laws on equipment may be found in the
Delaware Criminal & Traffic Law Manual, Title 21, beginning with 843@4374; 45011 4503; 4801
i 4803.

Other sources of reference material that are used conjunctively with this Manual to conduct Delaware
vehicle inspections are:

ESP Lane Operatoros Manual
Mobile Home Blue Book

Delaware Code, Title 21; Title 7 (67{r1L25)

Federal Motor Vehicle Safety Standards

Federal Motor Carrier Regulations

AAA Digest of Motor Vehicle Laws

Minimum Standards for School Buses Booklet
Chiltonbébs Emission Control System Applicat
EPA Bulletins

Hunter Brake Tester Manual

National Inswance Crime Bureau (NICB)

Passenger Vehicle Identification Manual

=4 =2 -0_9_9_9_95_42_-49_-2_-2-°

GENERAL INSPECTION 1T THE LAW
Delaware Code, Title 2iL The Law

8302. Rules and regulations.
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The Secretary may adopt and enforce such administrative rules and regulations and designate
agencies as may be necessary to carry out this title. The Secretary may also adopt and enforce such
rules and regulations relative to equipment, weight, size and operation of motor vehicles, provided such
rules and regulations are not contrary to sitp@ law, as may be necessary and proper in order to

conform to the rules and regulations of the Interstate Commerce Commission and in order to establish a
more uniform Motor Vehicle Code and more uniform traffic rules and regulations. No rule or

reguldaion adopted pursuant to the authority granted by this section shall extend, modify or conflict

with any law of this State, or the reasonable implicattbeseof

§2141. Inspection Places

The Division of Motor Vehicles shall provide and maintain 1 oremplaces in each county together
with such facilities and such number of qualified inspectors as may be required for registration and
inspection purposes.

§ 2142. Purpose of Inspections.

Inspection shall be for the purpose of determining whether aleakiin a safe and in fit condition
to be operated upon the highways of the State, and whether it is equipped in the manner provided
by law.

§ 2143 Inspection of Motor Vehicle Before Registration; Exception; Vehicles Outside the State.

(a) Before the Department registers, renews the registration of, or reregisters a motor vehicle required
to be registered under this title, such vehicle shall first be inspected by the Department and
determined to be safe and fit for operation and found eqdippcording to law. The Department
may waive all inspection requirements with respect to the registration of new motor vehicles and
the initial registration or renewal of vehicles no older than 5 model years.

(b) Upon application, subject to approvalthg Secretary, the Department may waive such inspection
requirements with respect to the renewal of registration of a vehicle registered in this State which is
not in this State at the time the inspection is required, provided that an out of statéanspect
certified on forms prescribed by the Secretary, is submitted to the Department. It shall be the duty
of the owner of any vehicle so inspected to submit such vehicle for inspection by the Department
within 10 days after the date the vehicle is retdrimethis State.

(c) Upon application, subject to the approval by the Secretary, the Department may waive such
registration requirements with respect to new or used motor vehicles where a fleet account is
involved. A fleet account shall consist of 15nmore vehicles. The inspection requirements may
be waived provided there are adequate inspection and repair facilities at the fleet headquarters.
Such fleet account waiver shall not apply to fleets of school buses that transport pupils of any
public, parehial or private school of the State.

(d) The Department shall waive the requirement for inspection for those small trailers with a gross
weight of vehicle and load of 4,000 pounds or less, which are not required to be equipped with
brakes.

(e) The Depament shall waive the requirement for inspection for fire trucks, fire engines, rescue
trucks, ladder trucks, tank trucks, tank trailers and ambulances which are used by fire companies,
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and volunteer ambulance and rescue services in this State; prokateat, the time of the renewal

of registrations for these vehicles, the principal officer of such company shall present a certification
that each vehicle has been inspected by the officer or the officer's designee and that it is safe to
operate on the steés and highways and equipped according to law. The waiver shall not apply to
passenger cars owned or used by fire companies.

() The Department shall waive the requirement for inspection for all vehicles or motor vehicles
registered under the InternatarRegistration Plan pursuant to Chapter 4 of this title. The
Department may adopt rules and/or procedures to implement this subsection.

§ 2144. Other Inspections; Procedure; Duty of Owner.

(a) At any time and notwithstanding the possession of curegidtration plates, as provided by this
title, the Secretary, or any authorized agent of the Department or any police officer may, upon
reasonable cause, require the owner or operator of a vehicle to stop and submit such vehicle and the
equipment to sucfurther inspection and test with reference thereto as may be appropriate. In the
event such vehicle is found to be in an unsafe condition or lacking the required equipment or is not
in proper repair and adjustment, the officer shall give a written nitites driver and shall send a
copy thereof to the Department. The notice shall require that such vehicle and its equipment be
placed in safe condition and in proper repair and adjustment and/or that proper equipment be
obtained, and that a certificateingpection and approval for such vehicle be obtained within 5
days thereafter.

(b) Every owner or driver upon receiving the notice prescribed in subsection (a) of this section shall
comply therewith and shall, within the 5 day period, secure an endaorsapmn such notice by an
inspector of the Department that such vehicle is in safe condition and properly equipped and its
equipment in proper repair and adjustment and shall then forward the notice to the Department. No
person shall operate any such wéhafter receiving a notice with reference thereto as above
provided, except as may be necessary to return such vehicle to the residence or the place of
business of the owner or driver if within a distance of 20 miles or to a garage until the vehicle and
its equipment has been placed in proper repair and adjustment and otherwise made to conform to
the requirements of this title.

§ 2145. School Bus Inspection.

All school buses which transport pupils of any public, parochial or private school of tieisSai

receive a special inspection twice yearly at such time and place as specified by Department regulations.
At such inspection, each school bus shall be inspected by the Department to determine if it is safe and
fit for operation and properly equipg, and a special check shall be accomplished with respect to

specific school bus safety features in accordance with the rules and regulations adopted by the
Department.

§ 2161. Grounds for Refusal to Grant Registration.
The Department shall ngtant an application for the registration of a motor vehicle when:
(4) The vehicle is in an unsafe and unfit condition to be operated upon the highways of this State

and when it is not equipped in the manner provided by law.

-9-
Revised 20



§ 2162. Rescission, Cancellatioor Suspension of Registration.

(c) The Department shall rescind, cancel or suspend the registration of any motor vehicle and
shall rescind, cancel, or suspend and shall take up the current registration plates of any
motor vehicle which is determined dyet Department at any time, upon inspection pursuant
to this chapter, to be unsafe or unfit to be operated or to be not equipped as required by law.

§ 2199. Inspection (Antique vehicle).

A motor vehicle registered as an antique motor vehicle shall mepgXem annual inspection.
A motor vehicle must pass an initial inspection prior to the motor vehicle being registered as an antique
motor vehicle. Motor vehicles registered as antique motor vehicles shall be provided EXEMPT
validation stickers in lieof the usual expiration date stickers upon passing the initial inspection.

EQUIPMENT LOGON & LOGOFF POLICY

1. All DMV technicians shall logon to the inspection equipment using #mployeespecific
logon and password. The logon will be assigne®ll. The technician shall choose the
password.

2. If the technician leaves the workstation for any reason, such as breaks or lunch, they are to
logoff the equipment.

3. THERE ARE NO EXCEPTIONS TO THIS LOGON & LOGOFF POLICY.

4. Lane Supervisors shall ensure thas tholicy is followed by performing periodic checks during
theworkday.

I/M TESTING (I/M Inspection & Maintenance)

The Division of Motor Vehicles performs aite exhaust emissions tests on all 1968 and newer
gasolinepowered passenger cars, vans & lightks with a MGVWR of 8,500 pounds or less. The
Division uses computerized equipment manufactured by Environmental Systems Products, Inc. (ESP).
Vehicles less than five years old are exempted from this test. Delaware uses three types of emissions
teststo examine the exhaust gases & emissaatedcomponents of a vehicle.

Vehicle Year | Type of Inspection |
1967 & older passenger No emissions test

vehicles performed

19681 1980 vehicles Idle test

198171 1995 Two-speed Test

1996 1 To current five On-Board Diagnostic

model year (OBD-II)

Current seven model years Exempt

DMV97027 CURB IDLE - Gasolinepowered automobiles model years 1968 to 1980 and light trucks
model years 1970 to 19&mdSussex County registered vehickall continue to receive the cuidle
test.
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DMV00017 TWO-SPEED IDLE (TSI} Most gasolingpoweled automobiles and light trucks model
year 1981 to 1995 will receive a tvepeed, Low (Curb idle RPM) & High

(2500 RPM) exhaust emissions test. An evaporative recovery pressure test-tand@aring
inspection is also conductet New Castle & Kent Gunty registered vehicles.

The procedures for performing either of the above emissions test are quite similar. The major
difference being that the technician will use a tachometer to measure engine speed when performing
the TSl test. Therearetwoy pes wused: 1) a fiRemote pickupo m
the vehicle; 2) the ADirect pickupo method att
The preferred method is to use the {notnusive (remote pickup) paddle to aseire the engine speed of

the vehicle.

The general emissions test procedure followed by a DMV technician is (for specific information, refer
to the appropriate DMV test method):

1. The technician signals the driver of the vehicle to proceed to-dgieemned position in the
inspection lane.

2. The technician instructs the driver to plac
Aneutral 0 (manual transmission) and activat

3. The technician obtains the registration card or titleraitelage of the vehicle and verifies the
VI N on the registration card or title with

4. Since the emissions test equipment is coupl
the technician verif ibyeesteringhthe licenseplate humlimghe vi t al
Vehicle Identification Number (VIN)or scanning the VIN bar code

5. Referring to Step #4, the technician inserts an exhaust probe to a minimum depth of 10 inches
into the tailpipe (if the vehicle has a true demhaust, the dual probe is used). The technician
instructs the driver of the vehicle accordingly and performs the appropriate emissions test.

Curb Idle or normal idle means foot off the gas pedal or no acceler&t@ovehicle requires

TSI testing, tle technician uses the appropriate tachometer probe to measure RPM and instructs
the driver about operating the engine at fast idle. The technician advises the driver to use the
monitor as a guideline for maintaining engine speed. Technicians may l8:kbég as a

lastresort-t o bypass the tachometer requirement w
the tachometegpickup orby clamping a plug wire under the hood

6. While the vehicle is stopped at this position, the technitiapalso perform aafety
inspection.

7. If a vehicle is smoking, the tailpipe test should not be performed or stopped immediately. The
test is to béoypassedandfailed under comments (advisory).

8. Upon completion of the above examinations, the technicians requests that¢hefdhe
vehicle proceed to the next step of the Diyv

NOTE: All Ford/Lincoln/Mercury products, etc. (1981 and newer passenger cars, 1984 to 1990
trucks), all 1984 and 1985 Honda Preludes and all 1991 and new®ra t u that faikemissions will
be retested by: shutting the engine off, restarting engine and preconditioning at fast idle for 30
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seconds priortotheretestThi s resets the emissions system. I
least 10 inches into the exhaustagst of the vehicle to be tested Dual exhausts will be tested with the
dual exhaust probe The vehicleds exhaust system must be

Technicians will not precondition any of the following vehicles asansmission failure could occur:
19841986 BMW's with automatic transmission; all 1987 BMW's 635, 734 or L7, and all 1984 and
1988 Volvo's with automatic transmission, all 19861987 Peugeot 505's with automatic
transmission.

| & M Emission Standards

Carbon
Auto/Station Pickup or Van Hydrocarbon Limit Monoxide Limit
Group Wagon Under 8501lbs (ppm) (%)
1 '68 - '70 '70-'72 900 9
2 '71-'74 ‘731 @8 600 6
3 751 @9 '79 -'83 400 4
4 ‘80 XXXXXXX 220 2
5 '8li ®5 '84 -'95 220 1.2
'96 & newer gas -
‘97 & newer
6 diesel OBD-lI OBD-lI
OBD TESTING
TheOBDI I test method wil/ replace the Divi®einonods

gasoline powered vehiclegnd 1997 and newer diesel powered vehicles with MGVWR less than 8,500
pounds registered in New Castle County and Kent Cowetlyicles that are smoking, but are not
excessive should receive an OBDest.

The OBDII emissions test procedure followed &8YpMV technician is:

1. DMV technician shall direct the motorist to enter the inspection lane (position #1) and turn the
engine of the vehicle off.

2. The technician shall enter the pertinent vehicle information into the ESP system.
3. The technician shadldvise the motorist to exit the vehicle and move to a designated area.

4. The engine must be off at least 15 seconds before attempting and OBD proc¢¢derengine
is not shut off, it can cause a false falil.

5. If the technician cannot locate the DLC, thehnician shall refer to the ESP picture database to
determine the DLC location.

6. If the DLC is visible but blocked by the addition of an aftermarket device such as a trailer brake
control, the vehicle FAILS the OBD examinationif the DLC is hanging and not properly
mounted the vehicle FAILSThe Division shall perform the remainder of the inspection.
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a. The technician shall advise the motorist of the reason for the failure.
b. The motorist may relocatemountthe device and return for arBD exam.

7. If the DLC cannot be found, the techniciaaay OVERRIDE to perform aMIL testwith
supervisor approvallf the MIL test cannot be performedT &l andpressureest is given

8. After making the DLC connection, the technician shall perform the®®yEngine Off
(KOEO) test to determine if the Malfunction Indicator Light (MIL) is properly functioning. If
the MIL is not illuminated in the KOEO, the vehicle FAILS. The system prompts the
technician to note this condition on the computer screen.

9. Thetechnician shall start the vehicle, performing a Key On Engine Running (KOER) test. The
system prompts the technician to enter PASS/FAIL information.

10. The technician activates the CONTINUE button and collects data from the computer of the
vehicle. THISPROCEDURE TAKES LESS THAN 15 SECONDS TO COMPLETE.

11.During the test, the ESP computer system downloads Diagnostic Trouble Codes (DTC) and
readiness indicators (if any).

12.The technician turns the vehicle off and disconnects the DLC connector.
13. Thetechnician requests that the motorist enter the vehicle and fasten their seat belt.

Certain vehicles shall receiveMiL test instead of an OBD test as determined by the inspection
technician. Some reasons for down gradingMila test are as follows:
1. Location of DLC requires mechanical removal of FACTORNTALLED original

equipment interior parts.
2. The technician could not find the DLC after all attempts to locate it have been exhausted.
3. The driver is handicapped and cannot exit the vehicle.
4. This is the procedure we have for vehicles that have readiness i¥gedsst all vehicles

and do not exclude any because of readiness problems.

For vehicles that fail for nateady ornest 1:
1 Thecustomesshould be toldhatthe vehicle has failedbf OBD notready. If the vehicle has
been repaired or a battery repladbey need to drive the vehicle several trips (complete a drive
cycle)to ensure the vehicle is ready to test.
For vehicles that fail for nateady ontest 2:
1 The recheck lantglls the customer the vehicle needs to be drieetompletea drive
cyclebefore DMV can test the vehicl& second temp tag may be necessary to allow the

customer to drive the vehicle and complete the drive cycle.

For vehicles that fail for neteady ontest 3:
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9 If a vehicle comes in natady for a second retest (testtBe vehicle owner is required to take
it to an appropriate repair facilifpr one of the following :

U to fix any notready issues with the vehicle, suchasgflash of the computer
to drive the appropriate drive cycle for the appropriate manitor

:

U to provide the customer with a technical service bulletin that discusses the not ready issue and

what fixes or solutions are available.

If the repair facilityservice person can do eithadrthe first two of the abovsolutionsor any other
solution thagets the vehicle ready, then the problem is solved.

For venhicles that fail for not ready on test 4:

Thecustomer must provide documentation (a technical service bulletin or repairtortter)nspector
that the vehicle canndie tested because of reaelssssuesor that the vehicle's OBD system is
operating normallyand there are no DTC'and all monitors are seProceed to give the customer a
MIL test.

The last resort, if a MIL test cannot be given, is to do a full TSI, tank, and cap test.

The technician must place an advisory on the VIR indicating why the OBD test was not
performed.

Customers whose vehicles fail an emissions test will be provided a Vehicle Inspection Program
Brochure, Certified Repair Technicians liahd a Vehicle EmissionsgRair Report Form.

Vehicles to be MIL tested only

Model Year | Manufacturer Model
1996 Eagle Talon
1996 Eagle Vision
1996 Hyundai Elartra
1996 Hyundai Sonata
1997 Hyundai Sonata
1998 Hyundai Sonata
1996 Kia Sportage
1996 Mazda ProtégéDS
1996 vw GTI

I/M RE -TEST PROCEDURE T Except Sussex County

After a vehicle has failed ismissiondest (TEST #1), the Division allows a vehicle one free emissions

test (TEST #2). For additional testing (TEST #3, #4, etc.) it is necessary to providehtheiam with

a completed Vehicle Emissions Repair Report Form (MV705). An owner, a certified repair technician,
or a certified manufacturer repair technician may complete the MV705 form. The form should present

(by checking off) all relevant informatiacegarding those repairs performed on the vehicle. When
performing the emissions retest (TEST #3), the resultant analysis must indicate PASS for both
components of interest (hydrocarbéndC and Carbon Monoxide CO). For example, if the initial

examinaion indicated a FAIL for HC, the retest shall confirm the acceptability of the HC component

as well as CO Although the Division permits unlimited emissions retests on vehicles, the Division
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recommends that an owner take the vehicle to a certified tephimician or a certified manufacturer
repair technician for repair after receiving FAIL on Test #3.

I/M WAIVER POLICY

Under certain conditions vehicle owners may apply to the Division of Motor Vehicles (DMV) for a
Department of Natural Resources andiEonmental Control (DNREC3pprovedexhaust emissions
waiver. The Division does not grant waivers for failed fuel system testafety

examinations Waivers are iaged to vehicles that continue to fail the exhaust emissions test even after
appropriate repairs have been maiie.be eligible, all items on the following checklist must apply:

U The vehicle failed the exhaust emissions ti@stor more timesvith at leasbne emissions
reading.

U Engine parameters are settomdnact ur er 6 s speci fications.

U You exceeded the repair cost limhe limit is $75 for vehicles in the 194880 model
year range and8B7 for 1981 and newer vehicles registered in either New Castle County or
Kent County. The waiver limit for 1981 and newer vehicles registered in Sussex County is
currently $200.In New Castle or Kent Counties if a Delawarecertified repair technician
(DEEP) performed the repairs, parts and labor apply towards the waiver lfimit.owner
or noncertified technician performs the repair, only applicable parts count towards the
waiver limit. A DEEP technician must verify repairs performed by owners and non
certified technicians; this fee applies towards the waiver.

U For OBD Il failures &Permitted CERT must perform repairs to qualify for a waiver.

The vehicle did not fail for visible smoke or missing emissions control equipment.

U When presentetb a DMV technician for review, atiriginal repair receipts, and Vehicle

Inspection Reports (VIR) must accompany the waiver application.

The owner of the vehicle must complete a Application for Emissions Test Waiver form;

All repair receipts and Vehickenspecti on Reports (VIROsSs) mu

U The accompanying repair receipts must meet the minimum expenditure and be authenticated
if necessary.

i THE VEHICLE MUST HAVE PASSED THE SAFETY AND BRAKE PORTIONS OF
THE INSPECTION PROCESS.

r

I

The costo repair or replace the following items qualifies as emissielaged repairs. Written receipts
and a completed VEHICLE EMISSIONS REPAIR REPORT FORM must be provided to show that the
customer spent the appropriate amount of money within 90idatse prior or after- from the

original date of inspection.

In addition to general engine and fuel system repairs/replacement such as an overhaul, valve
work, fuel injector and carburetor repairs, the following applies to waivers:

Air Filer Oxygen Sensor Catalytic Converter Points
PreHeat Catalyst Thermal Reactor EGR Valve Spark Plugs
EGR Hoses EGR Sensor PCV Air Pump Coil

PCV Check Valve Distributor Ignition Wires

In addition, the cost of labor performed by a CERT or CMRT and any gasketgsclarackets
or other emissions accessories directly associated with these components may be applied to the waiver.
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APPLICATION FOR EMISSIONS TEST WAIVER

FOR VEHICLES FAILING EMISSIONS TEST 1/1/20 1 12/3120
PLEASE PRINT
(Applicationmust be completed in pen)

Owner 6s name as shown o n Dateesgbmittedr at i on

Address: Attach Vehicle

Inspection Reports
and Repair Receipt
to this application.

Street

City, State, Zip

New Castle Kent Sussex
Circle County of Residence

Vehicle Information:

Vehicle Identification Number (VIN) Vehicle Tag Number

Model Year Make Model

Total Cost of Repairs Applicablé

Towards the Waiver Requiremg $ Owner 0s

FOR OFFICE USE ONLY

Attach Receipts: Questionable Expenditurl_]
Verified $75 Expenditure: []
Verified $200 Expenditure[] Reason:

Signatur

Verified $897 Expenditure:[]

Final Decision: APPROVED:[] DENIED: [

Decision by:

Print Name Signature/Date
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EVAPORATIVE SYSTEM & ANTI -TAMPERING TESTING

The Divisiondbs Evaporative System Pressure Tes
line running to the evaporative canister. The Fuel Cap Test ensures the cap is sealing properly and no
fuel fumes or gasolinis escaping. The Statesal requires albriginally equipped 975 and newer

gasoline poweredehicles to be equipped with a catalytic converter.

The following vehicles will receive a check of the catalytic converter, fuel cap pressure, and
evaporative system pressure test dependn the accessibility of the evaporative canister.

1 Euel Tank and Fuel Cap Pressure TestApplicable to 1975 1995modelyear, gasoline
powered vehicles 8,500 Ibs. MGVWR or led&hicles registered to Sussex County owners are
exempt from testing1996 or older éeselfueledvehicles and those vehicles solely fueled by
methods other than gasoline are exempt from testing. Inspection and testingfaébbablehicles
shall only occur on their gasolifigeled systems.

1 NOTE: Evaporative system teshg is NOT required for 1975- 1978 gasolingpowered light
trucks over 6,000 lbs. MGVWR

1 Do NOT tank test vehicles equipped with dual fuel tanks. Cap testing is still required.

9 Catalytic Converter i Inspection for the presence of a catalytic convestezquired on all 1975
and newer gasolinpowered vehicles having a MGVWR of less than 8,501 BBSCEPT 19751
1978, light trucks over 6,000 lbs. MGVWR.

1 Vehicles registered to Sussex County owners are exempt from testing.-fDésélvehicles are
currently exempt from this examination. Inspection of fualed and alternatkieled vehicles is
required. NOTE: Most gasolinepowered light trucks having a MGVWR below 8,501 Ibs.
have catalytic converter® inspection of these vehicles is required. Stdard reference
materials suchasgC HI L T O#hallServe to determine if a vehicle requires testing and to
determine its inspection status.

All technicians must be familiar with DMV Regulation 9704 (Evaporative System Integrity
Testing.) Thefollowing procedures are to be used as guidance when conducting the inspection
Variations on this guidance can be found at each lane because of lane layout and needs of service.

At either Position Oneor Position two perform the following:

An emissions test (when applicable), safety inspection, VIN verification, paperwork and data entry.
Inform customer no smokingy pets arallowed in the lane.

Verify and identify vehicles eligible for pressurstte

Check fuel cap on vehicles eligible for pressure test to determine if key is required for removal.
Inform customer next inspector will need key to check fuel cap.

Record mileage on the computer

Inform customer to proceed at 5 migin brake test.

Perbrm brake test.

Ask customer t@ut the vehicle in Park, or neutral agnigagehe emergency brake.

Verify vehicle is eligible for pressure test.

= =4 =4 -4

= =4 =4 -8 -9
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1 Inform customer to turoff ignition, place keys in plain view of customer until test completiowl

pull hod latch Takethekey forthefuel cap ifapplicable and ask if the lock workensure fuel

cap is locked upon test completion. Return vehicle keys to customer when entire evaporative

system pressure test is complete, and hoses have been disconnected.

Customes who cannot provide fuel cap keys or refuses to provide vehicleskeyibe failed.

Customers with damaged hoods that would be unsafe to open, hood latches that will yat open

damaged hoses running to canister, which would break if clarapaidbe failed. Explain to the

customer the reason for failure.

Open hoodif applicable)-- install hood prop.Damaged hoods are to be opened by the customer.

Remove fuel cap slowlyWarning - do not stand in front of fuel cap during removal!

Perform presure test of fuel tank and fuel cap. Fuel cap only will be performed on vehicles where

the canister cannot be located or is inaccessiMatning - hands and arms must be kept away

from the vehicleds engine fan. unninfpe fan can o

1 Release hose clamp. Remove fuel cap testing device. Close hodueakdo ensure hood is fully
closed. Warning - failure to close the hood properly could result in property damage or
serious injury.

1 Check vehicle for presence and conditiora@fatalytic converterNote: This check can be
performed anytime during the process.

1 Provide failure information handouts for emissions, pressure, fuel cap or catalytic converter
failure(s). Do not recommend or advise customers to patronize a spaaifty Or technician for
repairs.

1 Provide Vehicle Inspection Report (VIR) for vehicthat are required to receive one or if the
customer requests

1 Provide andhotateMV212A Formwith paperwork presented,applicable.

= =4

E

The following guidelines are to be used in determining when to waive the pressure test:

1 TheDivision expects technicianso search for a vehicleds cani s
time. The computer and vehicle emission diagram should praki&i@gpproximate location of

hose.

Inspect fuel cap and catalytic converter.

Vehicle will be tested initially one time, unless an inspector is not sure the correct hose has been
clamped or has otheeasons to believe the test was not vaha. additional test may then be
performedAsk a senior or seasoned tech for assistance if urGheek before you reject!

1 Kit cars are exempt from themissionsnspection.

1 Vehicles with fuel cells, which cannbe tested, will be waived

= =

Selfinspection Vehicles

Vehicles that are registered under the-sedpection rule will be provided an emissidast. Eligible
vehicles will also be given pressure/ataimpering inspections. Provide owner the Vehicledospn
Report. Safety inspections will not be performed, but inspectors noting obvious safety preitlems
fail the vehicle for safetyiolations Vehicles that qualify for a waiver will be processed using waiver
procedures.
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INSPECTION DAMAGE REPORTIN G

Policy:

Notwithstanding the complete defense of sovereign immunity of the State of Delaware,

damages less than $500.00 that occur to customer vehicles not caused by direct or indirect negligence
of the customer and due solely to DMV's negligencendutie DMV vehicle inspection process are to

be compensated. The customer must follow the procedure below including the filing of a damage
report, the receipt of estimates, and the signing of a release.

Procedure:

1.

If an inspector determines that dam&gs occurred, or if a customer informs an Inspector of
damage, the technician is to report the damage to his supervisor.

After assessing and photographing the damage, the supervisor prepares the DMV Inspection
Damage Report. The supervisor and the custanitial the report. A copy is provided to the
customer. The supervisor forwards a copy tovkicle Services Managand retains a copy

for his files.

The supervisor then directs the customer to obtain two estimates of repair from commercial
repair facilities and informs the customer that compensation shall be provided in an amount not
to exceed the lower estimat&he senior or supervisor is to make ehicle Services Manager
aware immediately and send documentation to the manBgecustomer shouleturn

estimates to the supervisorsand estimates to:

Motor Vehicle ServicedManager
Division of Motor Vehicles
P O Box 698
Dover, DE 19903

Upon review of the DMV Inspection Damage Report and the associated estimatéesite
Services Manageshall indicate approval or disapproval of the claim. If disapproved, the
Vehicle Services Managauill notify the customer. If approved, tidanage will send two
copies of the DMV Release form to the customer for signature.

Upon receipt of the signed Release form \fkbicle Services Managshall send the
Inspection Damage Report, the lowest repair estimate, and the signed Release form to the
Financial Services Managand request payment to the vehicle owner/repair facility.

Waivers: Waivers of this policy (If estimates exceed $500.00) may be granted if good cause is
shown. Customers must put their request in writing directed tdahiele Sevices Manager

within TEN WORKING DAYS of alleged property damage requesting payment and setting
forth why payment should be made.

-19-
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ID #

MOTOR VEHICLE INSPECTION DAMAGE REPORT

Date Occurred: Time: AM/PM

Lane Location:  Wilmingtoh ] New Castld | Dover[ ] Georgetowr] ]

Inspection VIR #: Employee Involved:
Registration #: VIN #:
Year: Make: Model:

Customers Name:

Address:

Hm. Phone #: Cell Phone #:

Description of Incident:

Lane Supervisor/Manager Date Owner/Rep.
* kkkkkkkkkkkkkhkkkkkkkkkkhkkhkkkhkkhkhkkkhkkhhkkkhkkhkkhkkkhkkhkhkkhkkhkkhkkhkkkhkkhkkkkhkkhkkkhkkhkkkkhkkhkkkkhkk

Cause of Incident

[] Improper Instruction [ lUnsafe Procedure [ ] Inattentive

[ ] Improper Protective Hdgp [ JUnsafe Equipment [_] Misconduct

[] Operating w/o Authority  [_]improper Maintenancé |Disregard Procedure
[ ] Reckless ending/assault [ ] Disorderly custincid. [_] Other

Date

Steps to Prevent Similar Incident:

Estimates Attached: YES NO Authorized Amount: $

Comments by Veh. Svcs. Mgr./Chief:

Veh. Svcs. Mgr. /Chief Date

InspDamageRpt.dd¢2011
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RELEASE

l, , in exchange for the sum of ,
(Name) (Amount)
to be payable and sent directly to for repairs, do

hereby release and forever dischargelipartment of Transportation, Division of Motor Vehicles,
PO Box 698, Dover, DE 19903 from any and all claims, demands or actions on account of, or in any

way growing out of the incident, as described in DMV

Inspection Damage Report #

(Date)

It is expressly understood and agreed that acceptance of this amount is in full accord and
satisfaction of the disputed claim, and that payment of said amount is not an admission of liability or a
waiver of any inmunity including, but not limited to, 10 Del. C., Chapter 40, Tort Claims Act, and the
defense of sovereign immunity of the State of Delaware.

Signature Date

Address
DATED:
Duly sworn this day of , 20

Notary Public
My Commission Expires:

Please sign both copies, keep one for yeaordsand return the original to the Clean Air

Administrator at the above address.

SAC/sac
Cc:  Annie Cordg Deputy Attorney General

-21-
Revised 20



VERBAL PERMITS

Each lane location has a designated telephone message advising vehicle owners of verbal permits. The
numbers ér each lane location are as follows:

Wilmington 302-434-3200 New Castle 3023265000

Dover 302-744-2500 Georgetown 3028531000
DEPARTMENT OFTRANSPORTATION DIVISION OF MOTOR VEHICLES
POLICY REGULATION NQ 88 JUNE 24, 1992

Concerning:Verbal Permits

Pursuant to Title 21, Section 2103, the Department may, at its discretion, grant temporary or limited
registration permits, in no case to be valid for more than 15 days.

In accordance with the aboweentioned law andtheDivison 6s pol i cy of i ssuing
1986, the following policy and procedures are hereby adopted:

The Division of Motor Vehicles will issue verbal permits to allow vehicle owners with expired
license plates to bring vehicles to DMV lanes for eddpn and registration renewal. The
verbal permit will be issued using a telephaaped recording.

The vehicle owner will be required to drive the vehicle to the inspection lane by the most direct
route and only during the hours DMV is open.

Proof ofinsurance for the vehicle is required.

Jennifer CohanSecretary Jana SimplerDirector
Department off ransportation Division of Motor Vehicles
- 22 -
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COURTESY INSPECTION PROCEDURE
On occasion a vehicle owner, when visiting our statemgg college or military personnel may

request a courtesy inspection. The vehicle owner can pick up the Courtesy Inspection Form at the
Vehicle Servicesounter and pay a small fee for this service. Once they have the form, they proceed to
the inspectin lane to have the vehicle inspectddhe lane technician will then perform a full

Delaware inspection for that particular vehicle. If the customer mistakenly comes through inspection
before paying, perform the full inspection and inform the custona¢otice they pay, the vehicle
inspection report will be provided to ther@nce the inspection is completed, the technician will sign

the form and return it to the vehicle owner so they can renew their registration in their honie state.

out of state doauentation requires a signature, please complete andisgygmentationRefer to

regulation 2257.

VEHICLES REQUIRING STATE POLICE AUTO -THEFT INSPECTION

PROCEDURE
The following vehicles will be referred to the State Police Auto Theft Unitnpection.

(1) Vehicleswhere motor vehicle inspectors cannot locate a VIN.

(2) Any vehicle where it appears the VIN has been altered, removed, or destroyed. Inspectors will
make copies of all paperwork including thevn edrréisver 6 s | i cenegfeUnand not

(3) Vehicles where there is a discrepancy between the VIN on the vehicle and the VIN shown on the
title or certificate of origin. The following exceptions apply:

a) Whenonedigit or letter of the VIN is missing on a title or is incorrect, the ingpas to
inspect the vehicle and place the correct VIN on the left side of the title application (MV212),
noting the correction.

b) If two characters are incorrect because of a transposition of two numbers or lett28s; i.e.
should be32 or 3W should ben3; place the correct VIN on the left side of the title application,
noting the correction. A transposition is the only time we will accept two incorrect numbers.

4. All salvaged titled vehicles will be referred to the Auto Theft Unit.

5. All assembled mior vehicles will be referred to the Auto Theft Unit.

6. For Assigning a VIN, follow the SOP on the portal.

All inspectors are requested to look closely for VIN plate alterations, especially on vehicles being

titled in Delaware for the first time.
Thefollowing schedule can be used to refer customers to inspections lanes for Auto Theft Inspections:
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DELAWARE CITY LANE - 1st and 4th Thursday of each month
Hours of operation: 80 a.m. to 11:00 a.m. & 12:00 p.m. t@3:p.m.

DOVER LANE - 2ndThursday of each month
Hours of operation: 8:30 a.m. to 12:00 p.m. & 1:00 p.m. to 3:30 p.m.

GEORGETOWN- 3rd Thursday of each month
Hours of operation: 80 a.m. to 2:00 a.m. & 1:00 p.m. to 30 p.m.

ATU Contact: Northern Delawaiie302-834-2630
Southern Delaware 302856-5850 Ext 202

HOMEMADE TRAILERS

PROCEDURE
1. The Division will normally inspect and issue an ASN number fon@themade trailers.
Customers should provide receipts or fill out a M\6 Bom (Affidavit for a
HomemadAJnknownTrailer), so the Division can calculate the document fee.

2. Trailers less than 4,000 Ib. GVWR get an initial inspection.

License Plate Light

Two (2) Amber Reflector Lenses, one on each side on the front of the trailer
Two (2) Red Reflector Lenses, one on each side on the rear of the trailer
Two (2) Red Reflector Lenses on the rear of the trailer

Two (2) Stop Lights

Two (2) Tail Lights

Two (2) Turn Signal Lights

Fenders covering the tires

ONOORAWNE

3. Trailers 4,000 Ib. or less with a valid title need not be referred to Auto Theft when the VIN is
missing or cannot be locatetf.a reasonable determination can be made that the trailer matches
the description on the title, stamp the last five (5) charaaif the VIN on the trailer. If in
doubt contact a senior or superviddo not assign VIN # if referring to ATU.

4. Print the customer a title application form 212.
Pickup truck beds with frames that have been converted to a homemade trailer needfeatgokto

Auto Thetft if the VIN is not present. Frames that show VIN will be referred unless pickup truck title
has been properly assigned or the pickup truck
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MOBILE HOMES

The Division will inspect mobile homes f&erial Number Verification whea new or usetiome is
brought into Delaware from another state. The Application for TM¥ 212A - will be used for the
Serial Number Verification. There is no &ite Inspection Fee for this service.

When an inspdor has inspected a mobile home and cannot find an existing serial number an Affidavit
for a Mobile Home (MV702 Form), will be completed, signed by the owragrizedand signed by

the inspection technician with an assigned serial number listed. ddusnént will be submitted and
filmed with all other existing documents, current title, bill of sale, etc. It will only be used for mobile
homes. This document is not to take the placetitieait is only for the assignment of a serial

number.

Placement of Assigned Serial Number on a Mobile Home:

Delaware Assigned Serial Numbers are to be placed on the mobile home in the area of, the front
upper left frame- preferably under the bottom edge of the siding material (to protect from
weather elerants), but low enough to Basilyseen.If this area is not accessible, then place

the serial number in the electrical panel.

Questionable titles will be referred to the Auto Theft Unit.

DOT DELAWARE TRANSPORTATION AUTHORITY STICKER
PROCEDURE

(1) Customer/Carrier contacB®VISION OF MOTOR VEHICLES , MOTOR FUEL TAX
ADMINISTRATION , OFFICE OF PUBLIC CARRIER REGULATION

(2) A new Customer/Carrier will receive written acknowledgment ftbenOffice of Public
Carrier stating that a Certificate of Public Convenience and Necessity has been issued by
DelDOT to operate.

3) Customer/Carrier once established, receives a DAI63F=0rm, and paya feeto Office of
Public Carriereach time inspection is required to renewrtkécker.

4) Customer/Carrier brings the vehicle to DM\spectioriane for safety inspectioff carrier
is established, th@ffice of Public Carriewill send stickers with all the information filled
in: VIN, Tag number, etcto the carrier, they are reged to mount the sticken the upper
right hand side (passenger side) of the windshield.

SAMPLE OF DOT WINDOW STICKER
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FRONT (SHOWING ON OUTSIDE) BACK (SHOWING ON DRIVERS SIDE)

DELAWARE STATE OF DELAWARE
Public Carrier Inspection Public Carrier Inspection
HTAXI & = = LIMON

7 S 0 ‘t
B JAN P JULY B D(p)ell'; o
M FEB = ~ AUG License Plate#
. MAR STATE OF DELAWARE SEPT . Serial#
B APRIL e e ocTh | -
B MAY Al NOV B I\'Ia.ke ‘ Year
B JUNE wravsportaion DEC W Valid Until
B ROUTE BUS CHARTERE This vehicle complied with the
standards of maintenance prescribed
2004 2005 2006 2007 by DelDOT at the time of ilnspection.

ANTIQUE VEHICLES

§ 2196. SPECIAL ANTIQUE AUTOMOBILE PLATES

(a) Upon application, the Department may furnish to the owner of a registered antique motor
vehicle a special antique motor vehicle plate to be displayed on such antique motor Véfiscle
special plate shall be issued in addition ® phate already issued for such vehicle under this chapter.

(b) The term "antique motor vehicle" includes every automobile, truck, motorcycle or other
motor vehicle, but not a reproduction thereof, manufactured more than 25 years prior to the current
year,which has been maintained in or restored to a condition which is substantially in conformity with
manufacturer's specification#é vehicle, whichhas undergone substantial alterations from its original
specifications and appearance, or has had its hmsszmr dimensions changed, shall not be eligible
for an antique license plate pursuant to this section.

(c) Any antiqgue motor vehicle, registered pursuant to this section, shall be used only for
participation in club activities, exhibits, tours, paraded similar uses, but in no event shall it be used
for general transportation.

(d) Such special antique motor vehicle license plate shall be issued for a fee of $25 and shall be
valid without further payment of a renewal fee as long as the vehicle issteroé and is owned by
the same persorThis fee shall be in addition to the vehicle document fee, title fee or other fees
required by this title.

(e) In the event of a transfer of ownership of an antique motor vehicle registered with a special
plate pursiant to this section, the transferor shall surrender the special plate to the Department.

The inspectomustplace in the notes whether the vehicle is eligible for antique status.
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§ 2198 Inspection.

A motor vehicle registered as an antique matdricle shall be exempt from annual inspectign

motor vehicle must pass an initial inspection prior to the motor vehicle being registered as an antique
motor vehicle Motor vehicles registered as antique motor vehicles shall be provided EXEMPT
validating stickers in lieu of the usual expiration date stickers upon passing the initial inspection.

RECREATIONAL VEHICLES

Delaware law, Title 21, Section 10b3) states: "Recreational vehicle" includes every motor vehicle
used for temporary human living quarters, not the residence of the owner or occupant, and used for
recreational or vacation activities, including motor homes;melbelled campers and othraptor

vehicles with permanently attached camper componétgsreational vehicle may also include

every van which is used primarily for personal pleasure and not for commercial use, regardless

of the equipment or furnishings contained within such van.

Motor vehicles with a registered gross weight of 7,000 pounds or less may be assigned any type of
number plate. Motor vehicles, except for recreational vehicles, with a registered weight rating above
7,000 pounds will be assigned commercial or farm trisglnke plates.

When it isobservedhat an RV plate is being improperly displayeil,F a thé vehicle for
unauthorized use of RV license plate. The vehicle owner will have to provide the RV plate and title to
the Title Section for a plate correction.

RECREATIONAL TRAILER LICENSE PLATES

(52) "Recreational trailer" includes every trailer which weighs more than 5,000 pounds, is designed to
provide temporary living quarters and which is built into and is an integral part of, or permanently
attached to, a til@r chassis. The trailer must contain permanently installed independent life support
systems which meet the ANSI/NFPA 501 C Standard, and provide at least 4 of the following facilities:
Cooking facilities; refrigeration or ice box; selbntained toiletheating and/or air conditioning; a

portable water supply system, including a faucet and sink; separal%1®@It electrical power

supply; or an LRyas supply.

TEMPORARY TAGS & TEMPORARY PERMITS

PROCEDURE

Temporary tags are not authorized for vehitdding for exhaust, brakes, tirestoplights,or any item
that would affect safe operation of the vehicle. Vehicle Technicians will indicate ESthe
COMMENTS sectiori DO NOTHAND-WRITE ON THE VIR- if a vehicle is authorized a
temporary tag, no teporary tag, or no permit. The following abbreviations shall be used:

Advisory Notation:
Temporary Tag = BLANK
Temporary Permit = P
Nothing/No Permit = N

-27-
Revised 20



TEMP TAG, PERMIT,

FAILURE ITEM DESCRIPTION OR NOTHING

Aux. Lts. Lts. Higher tharHdlts w/ no

covers; fog Its. Inop Temp Tag
Body Metal Sharp or jagged edges Temp Tag
Brakes 1 wheel: Permit

2 or more wheels: Nothing
Clearance Lts./ Marker Lts. | 1t03 Temp Tag
Doors Parts missing Permit

Will not latch Nothing
Driveros Wi Missing: Nothing

Stuck down: Permit

Stuck up: Temp Tag
Emissions Any Temp Tag
Exhaust No muffler, rusted out or

holes, no tailpipe, leakingr

no exit beyond psngr Permit

Heat shields missing: Temp Tag
Fuel cap Missing; damaged Permit
Headlights Hi-beam; Aim: Temp Tag

1 low beam out: Permit

No low beams: Nothing
Hood Scoop over 30| TempTag

Wonodét | atch p|Permit
Horn Weak, or inoperative Temp Tag
Lenses Unauthorized Temp Tag

Missing or damaged:

Holesgr eat er t h g Permit
License plate Wrong plate, unauthorized

plate, wrong decal Temp Tag
Mirrors Driver side missing: Permit

Passenger side missing if req Temp Tag
Mud flaps / Fender flares Missing, damaged Temp Tag
Odometer Last 10model yrs. must work| Temp Tag

(Jan:Dec.)
Parking Lts Plate light 1 Inoperativeor Damaged: Temp Tag

Missingor both Inop Permit
Reflectors Damaged, missing, or wrong

color. Temp Tag.

3 or more: Permit
Seat belts Missing, Inoperative, damage Nothing
Air Bag Deployed or Missing Nothing
Shocks / struts Bounces > thafB8 cycles Permit
Smoke Light Permit

Excessive Nothing
Steering Wheel Must be r ound|Permit
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Stop Lts. 2 or more on eackide w/ 1 Temp Tag

out: Permit

1 on each side w/ 1 out: Nothing

2 or more out on each side:
Tail Lts. 2 on each side or more w/ 1 | Temp Tag

out: Permit

1 on each side w/ 1 out: Nothing

2 or more out on each side:
Tinted Windows Any Temp Tag
Tires 1 or 2tires: Permit

2 or more: Nothing

Missing lug nutfstuds Permit
Turn Signals Any inoperative: Permit

All inoperative: Nothing
Vehicle Height To high, 540

3 Omaxbumperontrucks and| (see supervisor, based on

220 on cars safety)

To | ow, hediyit mi
heightl 50 par ki n

Its:
Windshield Removable obstruction, Tint
below the AS1 line: Temp Tag
5+0 crack or Permit
Large spider web: Nothing
Windshield Wipers Blades: Temp Tag
1 speed (682 spd. Req.): Permit
Inoperative: Nothing
Wi | | not Apar|Permit

*School Busses will not receive a temporary tag or permit for any failure!

POLICE INSPECTION NOTICE

PROCEDURE

Pursuant to Title 21, Secti on 2 ladnsafezentitonvar e C
lacking the required equipment or is not in proper repair and adjustment, the officer shall give a written
notice to the driver and shall send a copy thereof to the Department. The notice shall require that such
vehicle and its eqpment is placed in safe condition and in proper repair and adjustment and/or that
proper equipment be obtained, and that a certificate of inspection and approval for such vehicle be
obtained within 5 days thereafter. o

When a customer presents a vehiclthatinspection lane with a Police Inspection Notice, please
forward the inspection report and one copy of the Inspection Notice (the customer retains the other
copy of notice) directly to: Supervisor, Registrations Section, Dover Administrative Offe@&otD
conduct I/Mtesting unless the vehicle is in registration renewal period (90 days) or was given an
inspection notice for excessive smoke. If the vehicle is in its renewal paniddhas received an
emissions tesgive the inspection results to thiehicle operator so the vehicle registration can be
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renewed. The registrati@upervisor will detect the registration renewat the registration will not
be suspended.

RE-TITLING OF VEHICLE WITH EXPIRED TAG OF MORE THAN ONE
YEAR

DMV Policy requires vehicles to be-titled if the registration has been expired for over 1 year.

When inspecting a vehicle that has been expired for more than 1 year please advise vehicle owner that
the title will be needed in order to-tag the vehicle along withroof of insurance. Questions can be
referred to the title department.

NON - INSPECTION VEHICLES -VEHICLES REQUIRING REGISTRATION

ONLY -CT, OHV, TV

CT- Title 21, Section 101 "Special construction equipment” means every vehicle not designed or
used pimarily for the transportation of persons or property and orentally operatedr
moved over a highway.

OHV - Title 21, Section 2154 Recreational vehicles such asvBeeler, 4wheeler, trail bikes not for
highway use. See Section 2154.

TV - Normally used to tow stock cars and issued to towing companies to tow unregistered motor
vehicles.

IN-TRANSIT PLATES

Title 21, Section 2124(b), The Di virsainosni tsoh aplllat
transporters and owners of spéciac onst r uct i on -tergaunispinieon tp.l a tSeusc hmaf
operate or move like vehicles or equipment upon the highways solely for the purpose of delivering or
moving such vehicles to or from the location of any type of construction. All suatiesehmoved or

operated under this section must comply with the provisions of Chapter 45 of this title.

REGISTRATION PLATES

Policy Regulation #79 was established to prowiddormity, integrity, and control on the regidica
plates being displayed. @&te is a lot of interest by the public to display historic Delaware registration
plates. This regulation outlines the types of plates that can be displayed.

1. All authentic registration plates issued by the Division of Motor Vehicles are authorized by the
Department of Public Safety for display on the rear of vehicles (pursuanftel.Z3. Section
2121), except for those plates specified under paragraph 3 below.

2. All exactreproductions of Delaware registration plates issued by the Division of Motor
Vehides are authorized by the Department of Sadety Homeland Securifpr display on the
rear of vehicles.
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3. Notwithstanding the provision of paragraphs (1) and (2) no registration plate is authorized for
display on the rear of a motor vehicle if datter or number of the assigned registration
number is less than three (3) inches in height. However, this paragraph shall not apply to those
plates with a prefix of APCO or ACLO or to
Vehicles with suixes that have smaller letters or numbers. This paragraph shall not apply to
motorcycle or moped license plates since those plates are of a small configuration.

4. No vehicle shall be passed, at time of safety inspection, if the registration plate bpiagedi
is not authorized pursuant to the provisions of the Regulation.

5. Operation and/or use of a plate frame containing or including scrolling, strobe, and/or blinking
lights around a number plate for purposes of advertisement, or to convey a messggetioer
communication is prohibiteelxcept during a special organized event such as a parade or car
show
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BLACK and WHITE LICENSE PLATES

The following is the Divisiondés policy on bl ac
information was obtained from Policy Regulation 79 and various memorandums from Robert J.

Voshell to Division employees.

IDEL

86-999

1. The following authentic or reproduction black and white porcelain platesuénerized:

a. Passenger car tags not exceeding 86,999. These plates will have a dimond (
separator if there amaore thar3 numbers on the plate. The diamond separator will
always be between th&and 4" number from the right of the plate. Numbersst be

3 inches in height.
Examples: 38342 33342 C1r342 Cr342
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b. Commercial (C) license plates up to 4 digits. The letters and numbers must be 3 inches
in height. Commer ci al tags with a smal

c. Dealer (D) license plates up 4 digits. The letters and numbers must be 3 inches in
height . Deal er tags with a small ido

d. Motorcycle license plates up to 4 digits. Five types of plates were issued and any of the

five are acceptable. See attached samples.

e. Hamoperator license plates. The plate letters are 1 5/8 inches in height.

2. The following plates with a black backgroun
embossed on the plate are authori zedupto pass
50,00Q and PC plates up to 9,999

3. The following plates with a black background, numbers covered with white reflective sheeting
a

nd the word ADel awareo embossed are author

a. Passenger car plates up to 200,000
b. APCO pl ®08¥s up to
c. nCo plates up to 50, 000.
d AFTo plates up to 9, 999.
ee NTO plates up to 9,999
f.AiDo plates up 9, 999
4. The following plates are not authorized in black and white porcelain or stainless steel:
a. Vanity plates

b. Any specialty platei,e. POW, DAV, Organizational, National Guard, Fire Department,
etc.

c. CL plate

d. Moped plates

e. RV plates

f.APCO plate in porcelain

g. Any other plates issued hiye Division not covered under a(1)(2)(3)(4)(5)

Plates are not to be confiscated byEn@sion. Inform the owner the plate is illegal and must be
removedIt may be displayed on the front of the vehicle without an expiration sticker.
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UNACCEPTABLE PLATES (NOT AUTHORIZED AFTER MAY 1, 1986)
Any vanity plate that is not blue and gold as issoyethe Division.

Any -R@Wo or n DheMheDivyisioredid ot issue.

Any APCO plate in black and white porcel ain.
with stainless steel numbers; and numbers covered with white refleatietngh

Plates are not to be confiscated by the Division. Owner may wish to display his unauthorized plate on
the front of his vehicle.

BLACK & WHI TE PORCELAIN AHAM OPERATORO F

The Division of Motor Vehicles did issue black & whpercelain license plates for amateur radio
(HAM) operator s, in the 19400s.

The letters on these plates werB/& inches in hght. These plates are considered valid and
acceptable by the Division.

BLACK & WHITE CALL LETTERS (EXAMPLE OF HAM OPERATOR TAG )

'DEL!

WBZNT

F 15 EXPIRES
E

PC446948

BLACK & WHITE PORCELAIN MOTORCYCLE PLATES

The Division of Motor Vehicles did issue black and white porcelain plates for motorcycles in the
19406s

Attached is a copy of one of those plates. These plates are to be recognized as being valid.
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BLACK AND WHITE MOTORCYCLE PLATE (SERIES 1)

Date approximately 1942This is when we think M/C porcelain plates started. Unfortunately, it is
difficult to determine when the other series plates were issued after that. As far as we can tell the
porcelain, M/C tags were issued until 1951052. Notice that physical dimensions of Series | is
smaller than others. It did not need space for atharbers.

BLACK AND WHITE MOTORCYCLE PLATE (SERIES II)
Notice numbers ar e toh iFdNesare aadedto thid ptate Nattoregidal) i D E L
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BLACK AND WHITE MOTORCYCLE PLATE (SERIES IlI)
This is the tag the Del aware Historic Pl ates h
numbers are very thin.

BLACK AND WHITE MOTORCYCLE PLATE (SERIES IV)
This is the last series of porcelain MC tags that was issued. It is the only type plate with a separation in
the numbers.
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BLACK AND WHITE MOTORCYCLE PLATE (SERIES V)

BLACK AND WHITE MOTORCYCLE PLATE (New Version
This porcelairplate is the same size as the current blue and gold tag and started production in 2013.
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VEHICLE INSPECTION AND REGISTRATION

The first step in the inspection of a vehicle should be a short review of the registration/title or records
of the vehicle.Dealers will present a completed MV573 Form when the title or registration is not
available.

PROCEDURE

AGREEMENT AMONG PAPERS:
Inspect registration certificate, license plates, vehicle description, and vehicle identification number or
numbers. Compare to determine if there is proper agreement among them.

ADVISE DRIVER IF:
There are disagreements on the documents which are slyvameidental in naturesuch asDelaware
registration is not signed by the owner of the vehicle.

REJECT VEHICLE IF:
Vehicle description or identification number is not in agreement with registration certificate. Numbers
on license plates are notagreement with numbers on registration certificate.

PLATE MOUNTING AND CONDITION

Inspect license plates to see that they are securely mounted and are clean and clearBlatsshtere
to be mounted at a height not less than 12 inches from the groeaduring from the bottom of the
plate.

Inspect for MGVWR on all vehicles with possible weights above 5000 pounds. Write MGVWR on
MV212A form & load into ESP data screen. Vehicles without a MGVWR plate will not be failed.

NOTE: If license plate is daaged/paint/letters faded to an extent where legibility is impaired, a
duplicate plate must be obtained. If either of these conditions are the fault of the plate, a duplicate is to
be issued at no fee, otherwesgee must be paid.

ADVISE DRIVER IF:
Tagis not clean. Previous validation stickers are located in improper place on tag. Black and white tag
sticker should be at top of plate.

Advise if black and white tag does not have diamond separator for tags with more than 3 numbers or
letters.

REJECT VEHICLE IF:

License plates are hanging from their mounting bracket. Plates are obscured so that letters, numbers,
First State, State of Delaware, or registration stickers cannot be identified, numbers are tinéssing,

plate is covered with plasttit material or any material wth obscures the plater if registration

stickers are excessive or cover any numbers. Unauthorized tags will be rejected. (Refer to Policy
Regulation No2279at the end of this manugl
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DIVISION OF MOTOR VEHICL ES
DEALER INSPECTION FORM

This form must be provided to the inspection lane when the dealership does not possess the title or
registration card for the vehicle. This fomust be completegrior to vehicle inspection.
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VIN #

Titled in State of:

Mfg make/Year:

Delaware Division of Motor Vehicles

Dealerlnspection Form

Model:

Mileage:

Weight:

MV573

Revised 20
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SEAT BELTS

U Division procedure requires all occupants of therehicle that wish to remain in
the vehicle during inspection wear a fastened seat belt.

PROCEDURES
A. Front seat occupants of passenger cars manufactured after January 1, 1968 and later must
have seat belts fastened prior to inspection.

B. Front seat occupants of trucksisesand multipassenger vehicles manufactured after
July 1, 1971 must have seat belts fastened prior to inspection.

C. Vehicles with children under agemust be in a passenger restraint seat. Every child who
has attainedge7 andup to 65Ibs.anthas not yet attained the age of 16 shall wear a
fastened seat belt or child restraint syst&803

ADVISE DRIVER IF:
Vehicle cannot be inspected until all occupants have their seat belts fastened.

Vehicle cannot be inspectedti child is secure in a child passenger restraint seat or seat belt.
Advise driver they are in violation of the law.

REJECT VEHICLE IF:
Front seats are not equipped with seat belts.

SUPPLEMENTAL RESTRAINT SYSTEMS

Federal Motor Vehicle Safety Stand@@CFR571.20854.1.5.3equiresall 1998 model year or
newer passenger vehicles, or 1999 model year or newer light trucks, are required to have front
driver and passenger air bags.

Delaware law{ Title 21, § 4802(f)} also requires air bags to be in proper working condition.

() Every owner of a motor vehicle shall maintain all occupant protection systems, including air
bags, and assemblies and mechanisms required by this section in proper working condition and
in amanner that will enable occupants to use them.

AIR BAGS

Inspectthe airbag indicator light on the dashboard. With the ignition in the on position, the light
should come ofor a short period of timand then go outVisually inspect the air bag locatisn
inside the vehicle.

ADVISE DRIVER IF:
If the dash air bag light remains illuminated.
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REJECT VEHICLE IF:
If an air bag has been removexddeployed

DOORS AND HOOD

DOORS
Inspect door latches, locks, hinges and handles for proper opefasi@ming, bad adjustment,
broken or missing components.

ADVISE DRIVER IF:
If door-latching device is out of adjustment, so that extra effort is required to close.

REJECT VEHICLE IF:

If doors or door parts are missing, broken, sagging so thdbtirecannot be tightly closed.

Vehicles should comply with original manufacturer specifications. Chief Inspector will have
final authority on vehicles that do not compl
only entry systems are acceptable

HOOD
Visually inspect for defective hood. Manually inspect latch or remote control for proper
operatonn.Check to see if hood is equipped with an

ADVISE DRIVER IF:
If latches or controls are difficult to operate. Itegsive pressure is needed to fully close hood.

REJECT VEHICLE IF:
Must have hood or be approved by Chief Inspector or Lane Manager. If hood latch does not
securely hold hood in its proper fully closed position.

If secondary or safety catch does notdlion properly.

If latch release mechanism or its parts are broken, missing or badly adjusted so that the hood
cannot be opened and closed properly.

|l f Aair scoopod or si mil ar ofthenormal mounted pdsitiogdfer t h
hood

VEHICLE GLAZING

Automotive safety glazing is marked with the
foll owed by a number fl 0 -BulletResistgn) mdy bd used inth©n | y
windshield.Saf ety gl azing for 1966 and | ater model s

number or a DOT code number.
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See additional Glazing Information on the following pages for position numbers, discoloration
areas, and markings. Refer to Policy Regulation22@7. Motor Vehicle Services Supervisor
has final determination.

PROPER MARKINGS
Inspect glass to the right, left, and front (windshield) of driver.

LEFT FRONT WINDOW
|l nspect operation of window at drive&ehads | eft.
approved turn signals.

STICKERS - TINTING
|l nspect all glass for unauthorized material o

ADVISE DRIVER
If non transparent decal is above the-Afne.

Stickers exceed 30 x 50
Sticker is not at bottom déft or righthand corner of windshield or rear window.

More than one sticker in addition to DMV sticker. (Military are allowed 3 small stickers. Kent
General Hospital 1 sticker.)

REJECT VEHICLE IF:
If non transparent decal is below the-A8ne.

Vision from inside/out or outside/in is not clear.

Non-transparent/non safety materials are used to replace glass.

Window at driveros | eft cannot be opened to p
Stickers obstruct the drivers view, or hamper the safe operdttbe wehicle.

Any items or materials obstructing drivers view.

The word Adi scolorationo used below refers to
the glazing.

Cracks chips ordiscoloration

* NOTE:

REAR WINDOW BRAKE LIGHT

Certain vans and recreational vehicles Matttory installed tinted glaseay have the tinted
glass covering the rear window brake light. The National Highway Traffic Safety
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Administration (NHTSA) has advised that these lights meet all federal standédmelse vehicles
will be exempt from Policy Regulatid2277.

ADVISE DRIVER
If there are signs of the beginning of glazing discoloration.

REJECT VEHICLE IF:
There are cracks, discoloratjar scratches to the front, right, ledr rear of the driver it
definitely interferes withtheir vision, or safety design of the glazing.

Chips and stars over 1 inch in size on the front window in wiper range and cracks over 5 inches
on any window are mandatory failure items.

Any windows are broken or haexposed sharp edges.

If vehicle windshield has been modified or changed from its original manufacture to less than 10
inches in height visibility.

If vehicle windshield has been modified or changed from its original manufactured width.

Law enforcementehicles used for surveillance may have tinted windowse operator of
the vehicle must have a |l etter on the | aw enf
vehicle is used for undercover police work.

WINDOW TINT

Inspectthe vehicle for tint matél on the windshield and front side windows. Measure the light
transmission through the material.

ADVISE DRIVER IF:

If the front side windows are tinted and do not pass 70% of light through them, ask the driver if
they have a window tint waiver. ¢ driver does have a tint waiver, inspect the waiver for
completeness.

REJECT VEHICLE IF:

If the windshield is tinted.

If the front side windows are tinted and the driver does not have a tint waiver.
If the front side windows are tinted and the tirgtiver is incomplete.

2277 Approved Tinti nEpmeflyaes.NoSe) de Wi n
1.0 Introduction
Whereas, 21 Del. C. 8. 4313 was amended in June 1990, to read as follows:

84313. Altering Windshield, Front Side Windows, and Side Wings
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(a) No person il operate any motor vehicle on any public highway, road, or street with
the front windshield, the side windows to the immediate right and left of the driver,
and/or side wings forward of and to the left and right of the driver that do not meet
the requiements of Federal Motor Vehicle Safety Standard 205 in effect at the time
of its manufacture.

(b) Nothing in this section shall prohibit the use of any products or materials along the
top edge of the windshield so long as such produatsaterials are transparent and
do not encroach upon the ASportion of the windshield as provided by FMVSS 205
and FMVSS 128; and

(c) No person shall operate any motor vehicle on any public highway, road, or street
which does not conspicuously display #tifieate by the manufacturer of any "after
manufacture" window tinting material which may have been installed that such
window tinting material meets the requirements of Federal Motor Vehicle Safety
Standard 205 in effect at the time of the vehicle's rf@ature. It shall be a valid
defense to any charge under this subsection if the person so charged produces in court
a validated Mandatory Inspection Notice showing that the Division of Motor Vehicles
has examined the motor vehicle since the date of offem$eertifies compliance
with FMVSS 205. 0

2.0 Authority

Whereas, the Department of Transportation needs a more definitive method in which to
determine which products or materials are acceptable at the time of the vehicle safety inspection
and to assistglice officers in enforcing the law, the following regulation is adopted pursuant to

21 Del.C 8302.

3.0 Glass Coating Material on Motor Vehicles
3.1 The following regulations establish standards and specifications for the use of glass
coating materialrad sun screening devices:

3.1.1 Glass coating material placed, displayed, installed, affixed, or applied upon the
windshield of a motor vehicle shall not extend below the Afortion of the
windshield as provided by FMVSS 205 and FMVSS 128. The mastal not
extend more than five (5) inches down from the uppermost part of the
windshield on older vehicles where no A$ mark is indicated on the
windshield.

3.1.2 The front side wing vents and windows to the immediate right and left of the
driver mustcomply with the requirements of Federal Motor Vehicle Safety
Standard 205. Glass coating material (film tint), when used in conjunction with
glazing (vehicle glass) material, must provide a light transmission of not less
than 70 percent. All specificatioms this rule shall be within normal
manufacturer's tolerance, i.e., = 3%.

3.1.3 Rear window or windows may be applied with glass coating material in
conjunction with glazing (vehicle glass) if the motor vehicle is equipped with
outside mirrors on both leand right hand sides of the vehicle.

3.1.4 Rear window mounted brake lights on 1986 and later vehicles will be clear of
any tint material.
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3.1.5 The law applies to all motor vehicles which are operated on the roads and
highways in this State, regardlesfsvhere such vehicles are registered.

§ 4313A. Commercial window tinting.

(&) No person who installs window tinting material in motor vehicles as part of a
commercial activity shall do so in violation of the requirements of § 4313 of this title.

(b) Whaever violates subsection (a) of this section shall be fined not less than $100
nor more than $500. If any fee was charged for such installation, the violator shall pay
restitution to the owner of the vehicle in the amount of the fee charged for insth#ling
illegal window tinting.

Note: Tint waivers are printed on DocuGard security paper.
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STATE OF DELAWARE
DIVISION OF MOTOR VEHICLES
www.dmv.de.gov

APPLICATION FOR MEDICAL WAIVER OF TINTED WINDOW LAW
Waiver must be in registered owners name or usual operator of the vehicle. Waivers are
good as long as the individual owns the vehicle or is the usual operator for which the waiver
has been approved. When the individual acquires a new vehicle, a new waiver form must
be completed and certified by a physician.

APPLICANTS NAME:

STREET ADDRESS:

CITY, STATE, ZIP CODE:

TAG NUMBER: MAKE & YEAR:

SERIAL NUMBER (VIN):

I am applying for_a Medical Waiver of the Tinted Window Law as specified by
Delaware Title 21, Chapter 43, Section 4313. | understand that this waiver is only valid for
the State of Delaware and must be kept in the vehicle. | certify, under penalty of Law, that
the information supplied is true and correct.

SIGNATURE OF APPLICANT:

DATE:

PHYSICIAN CERTIFICATION
| certify | am a licensed practitioner of medicine and surgery or osteopathic medicine, or
optometry, and that tinted side windows to the immediate right and left of driver are

medically required for , for the following reasons:
(Appli cant 6s Name)

DATE:

SIGNATURE OF PHYSICIAN:

PRINTED NAME AND ADDRESS OF PHYSICIAN:

APPROVED BY:

(DMV Representative)

* Forward copy of form to DMV Correspondence Section.
MV495 (Revised 3l0)
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FUEL SYSTEM

The fuel system includes the fuel tank, fpemp,and necessary fuel lines to carry the fuel from
the tank to thengine

FUEL SYSTEM
Visually examine the fuel tank, fuel tank vent hoses or tubes, fuel mndparburetor.

ADVISE DRIVER IF:
If there ae any visible fuel leaks, but do not reject unless such leak could seriously affect the
safe operation of the vehicle.

REJECT VEHICLE IF:
Any part of system is not securely fastened.

There is fuel leakage at any point in the system.
Fuel tank filler caps missing.

Any rejection on this page goes under fl uid

EXHAUST SYSTEM

The exhaust system includes the piping leading from the flange of the exhaust manifold to and
including the mufflers, resonators and thai piping.

EXHAUST SYSTEM
Visually examine mufflers, tail pipes, exhaust pipes, and supporting hardware.

Rusted or corroded surfaces should be given particular attention.

Holes in the system made by the manufacturer for drainage are not causectimnreje
ADVISE DRIVER IF:

If there is excessive rust or corrosion.

Exhaust stacks so located that an individual may be burned on entering or exiting.
REJECT VEHICLE IF:

Loose or leaking joints.

Holes, leaking seams or patches on exhaust system.

Elements of system not securely fastened.

-48-
Revised 20



If any part of system passes through occupant compartment.
Continuous excessive fumes or smoke.

If tail pipe does not vent out from under passenger compartment to rear or side. System must be
accessible to I/Mprobe.

*If noise is excessive or unusual palice Inspection follovDMV2001-01 sound tesstandards
below. See Senior or supervisor!

NOISE STANDARDS

TYPE/AGE ENGINE RPM MAX. NOISE (dBA)
VEHICLE (approx.)
Cars, LT Trucks 8,500 poundsr less 2500/3000 9571 96.5**
Cars, LT Trucks All diesel Above idle 957 96.5**
Motorcycles 1976 orNewer 2500/3000* 98171 99.5**
Motorcycles 1975 orOlder 2500/3000* 1007 101.5**
All 8,501 poundsor more 2500/3000 9571 96.5**
*NOTE: 45 percent of the tachometer red | ine

percentrpm reading.
*NOTE: Plus 1.0 dB for testing equipment variance and 0.5 dB variance for testing inside
inspection building.

Tachometer | Engine RPMRange| Tachometer | Engine RPM Rangge
Red Line for Noise Test Red Line for Noise Test
5000 2000- 2500 10000 4250- 4750
5500 2225- 2725 10500 4475- 4975
6000 2450- 2950 11000 4700- 5200
6500 2675- 3175 11500 4925- 5425
7000 2900- 3400 12000 5150- 5650
7500 3125- 3625 12500 5375- 5875
8000 3350- 3850 13000 5600- 6100
8500 3575- 4075 13500 5825- 6325
9000 3800- 4300 14000 6050- 6550
9500 4025- 4525 14500 6275- 6775

15000 6500- 7000
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TIRE INSPECTION
PASSENGER VEHICLES

Equipment - Tread depth measuring gauge.

PROCEDURE
Inspect tire for wear.

Vehicles shall be equipped with tires on the same axle that are matched in tire size designation,
construction, and profile.

Inspect for cord exposure.
Inspect for bumps, bulgesr knots.
Inspect for wheel damage.

Inspect lug nuts.

* Special Note: Special purposetiresTi r es mar ked fANot for Hi ghw
Onlyo or other such restrictions shall not
highways.

* Studded tires can only be used between October 15 and Aprg4BR2

ADVISE DRIVER IF:
If any tire appears to need air.

REJECT VEHICLE IF:

* Tire is worn so that less than 2/32 inch uniform tread remains when measured in any two
adjacent grooves at thréacations spaced approximately equally around outside of tire.

* Note: Exception 4/32 inch on front tires only for vehicles over 10,000 pounds GVW.

Tire has worn spot that exposes the cord through the tread or sidewall.

Tire has tread cutsnagspr sidewall cracks in excess of one inch in any direction and deep
enough to expose cords.

Small emergency tire is not acceptable.

Tire has visible bumps, bulges or knots indicating partial failure or separation of the tire
structure.

Any part of wheel is bent, cracked, rewelded, or damaged so as to affect safe operation of the
vehicle.
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Missing lug nuts.
WHEELS AND TIRES

ADDITIONAL INFORMATION

DOT Information on Passenger Vehicle Tires

Radlal Rim diameter
code

Ratio of height to
width (aspect ratio)

Load index &
Nominal width of
tire in millimeters

U.S. DOT tire
identification number

Severe snow
conditions

Tire ply
I ) > and mat "
E and materials
nflation b R P usad

pressure

Treadwear, traction f
and temperature grades Max. load rating

Additional DOT Information on Light Truck Tires

Maximum load
Load & inflation when
used as a dual

Savers snow
conditions

Light
truck ting

Maximum load
& inflation when Load inflation
used as a single limits
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Parts of

Sidewall

Cap Plies (optional)

Body Plies

Inner Liner

Steel Belts

Bead

Bundle Edge Cover (optional)

@ 2000 How Stufl Works

Definitions

The Bead Bundle

Thebeadis a loop of higkstrength steel cable coated with rubbkigives the tire the strength it

needs to stay seated on the wheel rim and to handle the forces applied by tire mounting machines
when the tires are installed on rims.

The Body
The body is made up of several layers of different fabrics, called gllesmost common ply

fabric is polyester cordThe cords in a radial tire run perpendicular to the tré&umime older
tires used diagonal bias tires, tires in which the fabric ran at an angle to theTinegualies are
coated with rubber to help them bordh the other components and to seal in the air.

A tire's strength is often described by the number of plies it Mast car tires have two body
plies By comparison, large commercial jetliners often have tires with 30 or more plies.

The Belts

In steel-belted radial tires, belts made from steel are used to reinforce the area under the tread
These belts provide puncture resistance and help the tire stay flat so that it makes the best contact
with the road.

Cap Plies
Some tires have cap plies, anrexayer or two of polyester fabric to help hold everything in

place These cap plies are not found on all tires; they are mostly used on tires with higher speed
ratings to help all the components stay in place at high speeds.
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The Sidewall
The sidewall povides lateral stability for the tire, protects the bptigs,and helps keep the air
from escaping It may contain additional components to help increase the lateral stability.

The Tread

The tread is made fromraixture of many different kinds of natural and synthetic rubbdise
tread and the sidewalls are extruded and cut to leAdth tread is just smooth rubber at this
point; it does not have the tread patterns that give the tire traction.

ADDITIONAL INFORMATION

Less thag Reject if less

In one groove IS than 2/

acceptable two adjacent
grooves

SHOCK ABSORBERS/STRUTS

PROCEDURE
With vehicle on devel surface, bounce one corner of vehicle and determine the number of times
vehicle bounces before leveling off.

One bouncing cycle includes both the up and down movement of the vehicle.

REJECT VEHICLE IF:
Vehicle continues bouncing more than f@diy cycles, indicating s of shock absorbing
functions, or vehicle has stiff or no absorbing function.

SPECIAL NOTE: The adaptation of suspension components of a vehicle affects vehicle
handling, stability, directional stability, maneuverability anakierpull. Motor Vehicle Services
Supervisor will have final decision in determining rejectionelficles thahave substantially
altered suspension systems. (Low Ridé#iggh Risers)Refer to minimum height of lighting
andBumpers for further informadn.
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BODY AND SHEET METAL (METAL - BUMPERS - FENDERS - MUD
FLAPS)

Body exterior components and sheet metal parts, if damaged and/or dislocated so that they
project from the vehicle to present a safety hazard to occupants, pedestrians or other vehicles
may be cause for rejection of the vehicle.

PROCEDURE
PROTRUDING METAL
Inspect for torn metal parts, moldings, etc., which may protrude from vehicle.

BUMPERS
Inspect bumpers for hazardous condition or unsafe mounting.

Passenger cars and station wagons ooheck bumper for height from ground to bottom of
bumper.

Effective June 23, 1996¢heck all other vehicles with a GVWR of 10,000 pounds or less for
bumper height, frame rail height compared to bumper height and maximum distance between
frame rail and bdy.

FT tagged vehicles, emergency vehicles and antique vehicles are exdBif

Note: Inspectors must measure distances between the vehicle body and frame rail at the
manufacturer body mount locations. Since frame rails are not entirely straight, varying
measurements may be obtained at different locations. Inspectors may have to usatjudgm
determining if body height has been altered to ex8aedhlimit. Chief inspectors will have
final authority on disputes.

ADVISE DRIVER
If bumper is loose.

REJECT VEHICLE IF:
If torn metal, glass or loose or dislocated parts protrude from the surface of the vehicle causing a
safety hazard to pedestrian or cyclists.

If the bumper is badly misplaced, loosely attached, or a broken or torn portion is protruding,
creating a hazard.

If bumper exceeds 22 inches from ground to bottom of bumper for all passenger cars and station
wagons.

Effective June 23, 1996reject vehicles with a GVWR of 10,000 pounds or less if bumper
height exceeds 30 inches from the ground to the bottom of the bupnffethe vehicle frame
rail is higher than the attached bumper, or if the maximum distance between the vehicle body
and frame rail exceeds 3 inchdsody block spacer is added to factory spacer distance cannot
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exceed t Retag8ed vehidlemindrgency vehicleantique vehiclesand vehicles with
a 10,000 Ib. GVWRare exempt§4318

If bumper is missing all brackets must have been removed.

PROCEDURE

FENDERS

Inspect for presence and conditioifenders

Fenders should cover half tife cicumference of thevheel.

Vehicles with oversized tires should have fender flares that toedire. 1" of uncovered tire is
allowed.

ADVISE DRIVER IF:
All required items such as tail, staggnd turn lamps, etc., must be properly mounted on
replacementender.

REJECT VEHICLE IF:
If any fender is missing.

PROCEDURE

MUD FLAPS

All commercial vehiclestrailers (except mobile homes and house trailers having a gross weight
8,000 Ib. or morgor raised vehiclemust have flaps, shielgdsr other devices to prevent water

or other road debris from being thrown from rear wheels of such vehicle or combination of
vehicles.

REJECT VEHICLE IF:
If no flaps or shields, unless vehicle is constructed so as prevent water and stones from being
thrown.

MIRRORS

PROCEDURE

ALL REAR VIEW MIRRORS

Visually inspect all mirrors for proper mounting, location, cracks, sharp edges and ease of
adjustment.

Visually inspect for obstructed rear view.

REJECT VEHICLE IF:
Mirror is loosely mounted.

Forward vsion is unsafely obstructed by mirror assembly.
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Mirror does not provide a clear view of highway at least 200 feet to rear.

Mirror is cracked, broken, has shage,or cannot be cleaneduch that rear vision is
obscured.

Mirror is very difficult to aljust or will not maintain a set adjustment.

Vehicle has obstructed rear view vision from inside the vehicle, and has no right and left outside
mirrors.

Does not have a left outside and inside mirror, with no obstructed rear view.
1968 andlatemodel year must have an outside mirror

Convex mirrors are not acceptable replacements.

ELECTRICAL SYSTEM
To save time, the inspector should develop his own plan or sequence for checking miscellaneous

electrical items, many of which cae mspected while looking at other items. This comes with
practice.

PROCEDURE

INSPECT ELECTRICAL SYSTEM

Horn- Should be securely fastened.

Switches- All should function properhand be mounted within easy access of the driver
Dimmer Switch- Headlight dimmer switch must function properly.

Odometer/SpeedometeMust be in working order.

REJECT VEHICLE IF:

If horn is:

1 Extremely loose

1 Fails to function

1 No button- or not pressure sensitive typraust be permanently mounted.
1 If horn is notaudible over a distance of not less than 200 feet.

1 Hornis not a readily acceptable warning sound.

1T n@woghao horns are not acceptabl e

If anyswitch:

I Fails to function
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If dimmerswitch
1 Does not work
Reject if odometer is visibly broken or if mileage is same from last year. Vehicles 10 model

years old or older may have a broken odometer. Speedometer must be in working condition.

WINDSHIELD WIPERS
U.S. passenger vehicles produced after Januai§6B, {Commercial vehicles after January 1,

1969) must be equipped with wiper systems capable of operating at two or more speeds. All
wipers with which any vehicle is manufactured must be properly working. A cycle shall consist
of blade movement from orextreme of the wiper pattern to the other and return.

PROCEDURE

Inspect for satisfactory operation. (If vacuum operateagine must be idling and control full

on.)

Inspect for damages, torn or hardened rubber elements of blades.

Inspect for damaged nattparts of wiper blades or arms.

Inspect for proper contact of blades with windshield.

REJECT VEHICLE IF:
Blades show signs of physical breakdown of rubber wiping element.

If parts of blades or arms are missing or are severely damaged.

If arm fails to return to original position or if the blade does not contact the windshield firmly
after being activated.

All front wipers must be operating.

STEERING WHEEL

PROCEDURE

Steering wheel must be round in shape, similar to type vehicle was manwaeitireno bar or

half wheel is permitted. Nomimiiy pe st eeri ng wheel i's permittec

diameter.)

REJECT IF:

Mini type steering wheel has been installed.

|l f steering wheel is |l ess than 130 in diamete
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LIGHTING T GENERAL

LIGHTING AND ELECTRICAL SYSTEM

All inspectors will be knowledgeable of Title 21, Section 43358 (Subchapter I, Lights).

The lamp and reflector inspection includes all original equipment, exterior lighting, plus
whatever lights have been added. If a vehicle ispgeed with a light, it should work properly.
Any auxiliary lighting installed that is not comparable to normal factory lighting that meets
FMVSS will be evaluated on a case by case basis and the Inspection Lane Supervisor or VS
Program Manager will havenal determination.

PROCEDURE
VISUAL CHECK OF LAMP FUNCTION
Turn on the night driving lights and visually check the following:

Actuate turn signal lever to right and left, and observe function of turn signal lights.
Must be visible 100 ft: front and rear in normal sunlight.

Note: Turn Signals were not standard vehicle equipment until 1953 and later vehicles. Do not
fail 1952 and older vehicles when turn signals are not installed.

Perform inspection of the following:

1 Stopslamps- visible 100 ft

1 headlamps upper and lowerbeam hei ght not more than 540 or
the centdme

1 Tail lamps- visible 500 ft.

1 Parkinglamps- visible 500 ft1 50 mi ni mum hei ght from ground

1 Sidemarker lamps visible 500 ftand have 4quare inchesf lighted lengamber in front,
red in rear)

1 Reflexreflectors- visible 500 ftand have 4quare inchesf reflective aregamber in front,

red in rear)

emergency warning lampwisible 500 ft

Platelamp- visible 100 ft.

Clearancdéamps visible 500 ft.

all otherinstalled lighting

check lamps on roll bar area

= =4 =4 -8 -9
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REJECT VEHICLE IF:

Any bulb or sealed beam unit failsto ligit. ED | i ghti ng systems have
not operatingTurn signals do not properly indicaight and left when so switched (Flashes too
fast, too slow, or no flashBack-up light system does not turn off automatically when vehscle
placed in a forward geal.amp shows color contrary to law. Any lamp is covered with any type
of film, plastic, or any other materiahny lamp or reflector does not direct light properly.

Auxiliary equipment if placed on, in, or in front of any lamp. Lamp assembly improperly
fastened. Lamps on roll bar are not coverdd.ED light bars are installed as auwry lamps

they must be coveretED light bars do not meet FMVSS and are for off highway use &ioly.
lampsand Auxiliary lampsnust be on separate switch from headlights, i.e. if headlights are on,
fog lamps must be capable of being turned off withorting headlights ofind must not be on
when high beams are on

Rear window stop light does not work. (1986 and newer cars, 94 and newer vans and pickups)
Fed. Reg. 55.1.1.27, p.321

If rear window light works other than Stop light only.

Stop lights &turn signals must be at least 8 square inches for vehicles less than 80 in. wide; 12
square inches for vehicles 80 in. wideand larg¢e ad | i ght s measure mor e
220 from center of | amp to ground.

Note:On April 20, 1999 the Secretary of Public Safety determined that Funeral Directors my use
Purple Flashing lights on Funeral lead vehicles, hearses, and limousines participating in funeral
processions, pursuant to Pel. C. Section 435)).

§ 4353. Speclaestrictions on lamps.

(a) Any lighted lamp or illuminating device upon a motor vehicle other than head lamps, spot
lamps, auxiliary lamps, flashing turn signals, emergency vehicle warning lamps and school bus
warning lamps, which projects a beam ohtigf an intensity greater than 300 candlepower,
shall be so directed that no part of the high intensity portion of the beam will strike the level of
the roadway on which the vehicle stands at a distance of more than 75 feet from the vehicle.

(b) No persa shall drive or move any vehicle or equipment upon any highway with any lamp
or device thereon displaying a red light visible from directly in front of the center thereof. This
section shall not apply to any vehicle upon which a red light visible frorindheis expressly
authorized or required by this subchapter.

(c) Flashing lights are prohibited except on an authorized emergency vehicle, school bus,
snow removal equipment, vehicles authorized by the Secretary of Safety and Homeland Security
if determned to be in the interest of public safety, or on any vehicle as a means of indicating a
right or left turn or the presence of a vehicular hazard requiring unusual care in approaching,
overtaking or passing, or when included in a motorcycle, Moped, torMed Scooter brake
light system in which the brake lamp pulses rapidly for no more than five (5) seconds when the
brake is applied, and then converts to a continuous light as a normal brake lamp until the time
that the brake is released.
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8 4314 Lights and reflectors; change of original design or performance of vehicle.

A person may not use on any motor vehicle or trailer any light, lamp or reflector
that tends to change the original design or performance of the motor vehicle or
trailer, unless the light, lamp or reflector is of a type that has been approved by
the Department and is mounted, adjusted and aimed in accordance with
regulations adopted by the Secretary. Such regulations shall not violate the
Federal Motor Vehicle Safety Standards.

SERVICE BRAKES

SERVICE BRAKE TESTING
Before attempting inspection by using the brake testing equipment, the technician will be trained
and experienced in the use of the equipment.

EQUIPMENT - Hunter Platform Testing Machin6see fiBr ake TesSed ng Equi pl
SpecificationforA Hunt-4 0B Pl ate Brake Testing Machinebo

Front brakes are required by Federal law on alléwie trucks and on all trucks with three axles
or more manufactured after model year 1980.

PROCEDURE
SERVICE BRAKE TEST
Method- Plaform Tester

Trailers registered over 4,000 Ib. must be equipped and inspected for brakes.

Drive vehi conrendsotnada po fApdlrdatvfeor m t est er . Apply br
8 mph without wheel lockip. All braking action must take place the platform. These

machines may be used to inspect relative effectiveness of each wheel. There should be braking
action on all wheels.

ADVISE DRIVER
Trailers or combination vehicles over 10,000 Ib. operating interstate must have a break away
switch.

REJECT VEHICLE IF:
If trailer or combination vehicles with a registered weight over 26,000 does not have a break
away switch. This is a DOT regulation.

If any wheel fds to indicate braking actioor fails Hunter specifications on same axle &odt
to rear.
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BRAKE TESTING MACHINES

These types of brake testers measure braking force at each wheel. The dimensions of these brake
testers do not permit simultaneous testing of combination vehicles. The front axles of

combination vehicles shall be tested in the first stop. The vehiletlsén be instructed to

move forward and the trailer brakes tested. The simulated road surface of this equipment will
occasionally exhibit much higher coefficients of friction than is possible on the highway.

Excessive braking should therefore be agdidbecause braking distribution information can be

distorted. See Specificatiofmi Hu n +t4e0rO0 TB Pl at e Br ake Testing Mac

The vehicle is driven on the pads at speeds of 4 to 8 mph. When the brakes are applied at the
time the vehicle is moving aihe pads, the braking effort at each wheel causes a proportionate
movement of the pad against the measuring system. The braking force on the pads is measured
by the equipment.

BRAKE INSPECTION - HEAVY VEHICLES

The vehicle or combination of vehicles candxtremeljheavy;too much stress cannot be put
upon the safety of the inspector and others when testing the stopping ability of such vehicles.
These tests must be conducted with extreme care in order to prevent possible skidding,
jackknifing, and oveturning. In particular, vehicles carrying a load nnustbe inspected. The
brake equipment will not endure the testing of loaded heavy vehicles.

Using the brake machine ggh trailers and heavy vehicles that are entering the state or are
having the tile transferred.

HUNTER BRAKE MACHINE SPECIFICATIONS

Approved Effective Date Number
5-6-96 DMV 9601
Page Revision
lof 4 -01
SUBJECT: Specification: Hunter B-400T Plate Brake Testing Machine

10 The foll owing descr i bestobetusedfir@leHurdewar ed s pe
Engineering Co. Model B00T Flat Plate Brake Testing Machines in service at
Inspection Facilities operated by the Division of Motor Vehicles (DMV).

2.0  Specification(s):

2.1  Vehicle Type: Passenger cars and light duigks and vans (<10001 Ib. GVWR)
Each wheel must have a minimum of 75% brake pressure

Parameter Units Specification Limits
Deceleration % 40.0-95.0
Velocity mph 4.0-12.0
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Front/Rear Ratio

Absolute %
Front Bias %
Rear Bias %

Left/Right Ratio

Front Axle %
Rear Axle %
Pedal Force* Ibf

Parking Brake

Deceleration* %
Left/Right Ratio* %
Velocity* mph
Pedal Force* Ibf

* Not used in current pass/fail criteria but available if required.

40.0-95.0
Nominal + 25.0
Nominal- 15.0

0-35.0
0-45.0

0-100.0

20.0-95.0

0-75.0

2.0-10.0
0-100.0

SUBJECT: Hunter B-400T Specification

Effective Date
5-6-96
Page
20f4

Number
DMV 9601
Revision
-01

2.2

Vehicle Type: Straight Truck and BusARle Vehicle)

Parameter Units
Deceleration %
Velocity %
GVWR Ibs

Axle 1 (Steering Axle)
Left/Right Ratio %
Adhesion Utilizaion (F/R Force)
Absolute %
Max. Tolerance %
Min. Tolerance %
GAWR Ib.

Axle 2
Left/Right Ratio %
Adhesion Utilization
Absolute %
Max. Tolerance %
Min. Tolerance %

Revised 20

Specification Limits
40.0-95.0
2.0-10.0
29,000 (typical)

0-35.0

0-100.0
Nominal + 20.0
Nominal- 20.0
12,000 (max.)

45.0 Max.
100.0 Max.

Nominal + 20.0
Nominal- 20.0
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GAWR Ibs 17,000
Parking Brake
Deceleration % 20.0-95.0
Left/Right Ratio % 0-75.0
Pedal Force Ibf 0-100.0
Velocity mph 2.0-10.0
SUBJECT: Hunter B-400T Specification Effective Date Number
5-6-96 DMV 9601
Page Revisio
3of4 -01
2.3 Vehicle Type: Tractor (Semi)
Parameter Units Specification Limits
Deceleration % 40.0- 95.0
Velocity mph 2.0-10.0
GVWR lbs 46,000 (max.)
Axle 1 (Steering Axle)
Left/Right Ratio % 0-25.0
GAWR lbs 12,000 (max.)
Axle 2
Left/Right Ratio % 0-25.0
GAWR lbs 17,000 (max.)
Axle 3
Left/Right Ratio % 0-25.0
GAWR lbs 17,000 (max.)
Parking Brake
Deceleration % 20.0-95.0
Left/Right Ratio % 0-75.0
Pedal Force Ibf 0-100.0
Velocity mph 2.0-10.0
SUBJECT: Hunter B-400T Specification Effective Date Number
5-6-96 DMV 9601
Page Revision
4 of 4 -01

2.4  Vehicle Type

Parameter

Deceleration
Velocity

Revised 20

: Tractor & Semiractor
Units
%
mph

Specification Limits
40.0-95.0
2.0-10.0
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GVWR

Axle 1 (Steering)
Left/Right Ratio
GAWR

Axle 2
Left/Right Ratio
GAWR

Axle 3
Left/Right Ratio
GAWR

Axle 4
Left/Right Ratio
GAWR

Axle 5
Left/Right Ratio
GAWR

Parking Brake
Deceleration

Left/Right Ratio
Pedal Force
Velocity

Ibs

%
Ibs

%
Ibs

%
Ibs

%
Ibs

%
Ibs

%
%
Ibf
mph

STREET ROD REGISTRATIONS

See Title 21, § 2197 for reference of law.

1.
to

80,000 (max.)

0-25.0
12,000 (max.)

0-25.0
17,000 (max.)

0-25.0
17,000 (max.)

0-25.0
17,000 (max.)

0-25.0
17,000 (max.)

20.0-95.0
0-75.0
0-100.0
2.0-10.0

(a) If any modified antique motor vehicle manufactured more than 25 years prior

t he

current

year ,

her ei

nafter

referred

State, the owner of such street rod may apply to the Secretary of the Department of
Transportation, on special application forms prescribed by the Secretary, for a
special street rod motor vehicle plate, to be displayed on such street rod in lieu of the
standard vehicle registration plate.

(b) Any street rod, registered pursuant to this section, shall be used only for
participation in club activities, exhibits, tours, parades and similar uses, but in no
event shall it be used for general transportation.

Revised 20
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2. (e) A tstreet rodT shall mean a vehicle, t
manufactured more than 25 years prior to the current year and which has been
modified for safe road use, or a kit car which resembles that of an original vehicle
manufactured more than 25 years prior to the current year and has also been
modified for safe road use. Forthepurposes of this section { mooc
but is not limited to, a substantial and material alteration, or replacement of the
engine, drive-train, suspension or brake system or alteration of the body which
may be chopped, channeled, sectioned, filled or otherwise changed
dimensionally from the original manufactured body.

3. Street Rod vehiclegrenotrequiredby law to display a valid National Street Rod
Association Safety Inspection Sticker in the lower right hand corner of the windshield.

1996

VEHICLE
SAFETY
INSPECTION
CERTIFICATION

NALHTW STIREET MO0 ASSOCIATION
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STREET ROD INSPECTION

PROCEDURE

AGREEMENT AMONG PAPERS

Inspect registration/title certificate, license plate, vehicle description and vehicle identification
numbers.Street rods shall be exempt from State and Federal emission standards.

REGISTRATION PLATE
Inspect mounting and condition.

DOOR

Inspect doorsrad door components for proper operation. Shall be equipped with mechanically
or electrically activated latches; may be opened from outside or inside with convenient lever
handle or other suitable devicéey, number pad or button release entry systencispaable.
ADVISE DRIVER IF:

There are disagreements in any areas that are obviously accidental in nature.

No valid street rod inspection sticker and/or street rod inspection form. (For samples see pages

85 & 86.) Must contact Delaware Street Rod Asstan to obtain inspection sticker and/or

inspection form.

Expiration sticker located in an improper place, loose mounting, tag is not clean or any other
condition of tag (damage, paint overspray, faded, etc.)

Door is out of adjustment so that extra efie required to close.

REJECT VEHICLE IF:

Document s, tdogqctagre® | N6s, etc.

Pl ate is not visible or nuwmmer £,xpli gtattd romn, dfaRie

Plate is covered with tinted material; excessive number of stickers or if the stickers cover any
numbers.Unauthorized tags will be rejected

Door or components are missing, broken, sagging, or door does not latctigtitige

STREET ROD HOOD

PROCEDURE:

Hoods on street rods shall be optigrmlt if the hood, top and/or sides are removed from the
vehicle,the fan must be enclosed within a shrofigubstantial rigid material to prevent the fan

from flying from the egine compartment should it become loose. Vehicles with hoods, tops
and/or sidesshall have an adequate latching system to prevent movement. A front opening hood
shall be equipped with a primary and a secondary latching system to hold in a closed position.
Protrusions from the engine compartment shall be no more than six (6) acwesthe highest
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point of the hood or six (6) inches above the
hood is present.

ADVISE DRIVER IF:

Latches or controls are difficult to operate or excessive pressure is needed to fully close the
hood. If any scoop, carburetor cover, alternator, header pipe, etc. protrudes from the engine
compartment that could be a hazard or are high enough to be in the field of vision of the
operator.

REJECT VEHICLE IF:

Latch does not securely hold hood, tapd/orsides. Secondary or safety catch does not
function properly. Any components or parts are missing; broken or damaged that impedes
proper operation. Air scoops, air injector, carbureter,or similar device is higher than six
(6) inches and/orobstrtics dr i ver 6s vi si on.

STREET ROD VEHICLE GLAZING

All glazing must comply with Federal Safety Standards AREH.1, ASI or AS10 for windshield

and ASNSIz26.1 Standard (AS1, AS2, AS4, AF&10,0r AS11) for side and rear glasSide

and rear glassis not required but must meet inspection requirements when vehicle is so
designed. The minimum vertical height of the windshield glass shattdess thanseven (7)

inches. Window tinting must meet requirements of 21 Del.C., Section 4313, and Div. Policy
Reguation No. 76. House Bill 180 allows anodized glass to be installed in the windshield and
windows of antiqgue motor vehicles or street rods. Anodized glass darkens in bright sunlight and
lightens in the dark.

PROCEDURE:

Inspect glass to the front/redeft/right sides for condition, markings and any unauthorized
materi al s. |l nspect operation of the window a

ADVISE DRIVER IF:

There are signs of beginning glazing discoloration or tint covering an added center stop lamp at
rear glass.

REJECT VEHICLE IF:

Vision from inside/out or outside/in is not clear. Any unauthorized stickers, tint, items, etc. that
obstructs the driverb6s view or hampers the sa
at bottom right corner of windshil d; wi ndow at driverodés |l eft can
hand signals; cracks over five (5) inches on any window; discoloration, chips/stars over one (1)

inch in diameter on the windshield and/or any condition that definitely interferes with the
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operatords vision. | f vehicle windshield has
visibility, modified,or changed from its original manuf act

STREET ROD FUEL SYSTEM

Every street rod shall have all fuel system componentsasitdnk tubing, hoses, clamps, etc.

securely fastened to the vehicle with fasteners designed for this purpose so as not to interfere
with the vehicleds operation and shalll be | ea
be positioned so as ntat be in contact with high temperature surfaces or moving components.

PROCEDURE:
Visually examine the fuel tank, lines, hoses, tubes, fasteners, clamps, fuel pump and carburetor.
REJECT VEHICLE IF:

Any part of the system is not fastenedsecured; fuel leakage at any point in the system; fuel
tank cap is missing.

STREET ROD EXHAUST SYSTEM

Every street rod shall be equipped with an exhaust system that is free of leaks including the
exhaust manifolds (including headers), the piping leadimg the flange of the exhaust
manifold(s) and the tail piping.

Exhaust systems on street rods shall discharge the exhaust fumes at a location to the rear of the
vehicle body or direct the exhaust fumes outward from the side of the vehicle body aioa locati
rearward of any operable side windows. No part of the exhaust system shall pass through any
area of the vehicle that is used as a passarageying compartment. Every street rod must be
equipped with anuffler in good working order and in constanteogtion to prevent excessive or
unusual noise. Muffler cutouts or mufflers without internal baffle plates are prohibited.

PROCEDURE:

Visually examine mufflers and exhaust systietail, manifold and/or header pipes and
supporting hardware

REJECT VEHIC LE IF:

Vehicle has no muffler; noise is excessive or unusual; holes/leaks in system or patches.
Elements of the system not securely fastened; if any of the system passes through occupant
compartment or does not discharge fumes outward from the re@earf the vehicle body
rearward of any operable windows; excessive smoke.
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STREET ROD TIRES AND WHEELS

The tires and wheels on street rods shall comply with current FMVSS (DOT approved). All tires
must begroovedand have aniform 3/32 inch tread depthminimum.

PROCEDURE:
Inspect tires for wear, cord exposure, bunippsges,or knots. Inspect for wheel damage.
REJECT VEHICLE IF:

Tire is worn so that less than 3/32 inch uniform tread remains in any two adjacent grooves at
three (3) locations arourttle outside of the tire; tire has a worn spot that exposes cord through
tread or sidavall; tread cuts, snags or stdall cracks in excess of one (1) inch & deep enough
to expose cord. Visible bumps, bulges or knots indicating partial failure or separbtne tire
structure. Any part of wheel is bent, crackes\welded,or damagedo affect safe operation of

the vehicle. Lug nutsr bolts missing.

STREET ROD SUSPENSION/STEERING

A streetrod shall be equipped with a damping device (shock/strut) at each wheel. A street rod
shall have no components extending below the wheel rims in their lowest position.
Unconventional steering components shall be prohibited and system shall remainugtexbst
when turned from lock to lock.

NOTE: The adaptation of suspension components of a vehicle affects handling, stability,
directional stability, maneuverability and brake action. Motor vehicle services supervisor will
have final decision in determimg rejection of vehicles which have substantially altered
suspension systems.

Steering wheel must be round in shape, similar to type vehicle was manufactureshavtir
or half wheel is permitted. No mitype steering wheel is permittéehinimum thirt een (13)
inch diameter.)
PROCEDURE:

Visualize suspension componeffitsnt and rear; bounce corner or center front or rear of vehicle
to determine dampening and leveling ability if suspension is questionable.

Visualize steering system including steenmgeel for approved components and location; turn
steering lock to lock if questionable.

REJECT VEHICLE IF:

Suspension components are ineffective or not present or have been adapted {0 be non
functioning.
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Use of prohibited steering components such as chain drives, sprockets, solenoids, etc.
Obstructedock-to-lock operation: use of steering wheel less than thirteen (13) inch diameter.

STREET ROD MIRRORS/SEAT BELTS

A. REAR VIEW MIRROR: Every street rod shidbe equipped with two rear view
mirrors each providing a clear field of vision 200 feet to the rear. One shall be mounted
on the inside of the vehicle in such a position that it affords the driver a clear view to the
rear. The other shall be mountedtom e out si de of the vehicle
a position that it affords the driver a clear view to the rear. When an inside mirror does
not give a clear view to the rear due to window tint or other obstructions, dagtt
outside mirror shihbe required in lieu thereof. The mirror mounting shall provide for
mirror adjustment by tilting in both horizontal and vertical directions.

B. SEAT BELTS: Every street rod shall be equipped with a safety belt system for each
occupant of the vehicleAny such safety belt system must at a minimum be a Type 1
(lap belt) and must meet Federal Motor Vehicle Safety Standard 209. All safety belt
systems shall be securely anchored to the body or frame.

PROCEDURE:
Inspect for required mirrors and seat belts)dition and position.

REJECT VEHICLE IF:

Missing any required mirrors; cracks, loose mounting or unsafe location. Convex mirror on
drivero6s side is not authorized. Mirror does
(200) feet to rear.

Missing required or approved seat belt.

STREET ROD BUMPERS/FENDERS

Bumpers shall be optional on street rodsIf bumper has been removed, all brackets must have
been removed.

Fenders shall be optional orBtreet rods
REJECT VEHICLE IF:

Bumper brackets protrude treate a hazard or if equipped with bumper in loose, misplaced or
unsafe condition.

Fender is loosely mounted.

STREET ROD BODY/SHEET METAL
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PROCEDURE:
Inspect body components and sheet metal for damage, dislocation, any protrusion from the
vehicle.

REJECT VEHICLE IF:

Metal, glass or loose or dislocated parts protrude which could cause a safety hazard to
pedestrians or cyclists.

STREET ROD ELECTRICAL SYSTEM

REQUIRED EQUIPMENT:
(A) Lighting:

(1) Street rods shall have a minimum of two l{2ndlights.

(2) All headlights must be equipped with a twosition dimmer switch which will lower
and raise the candle power of the headlights. Rhetyp@iswitches are not allowed.

(3) Vehicle must be equipped with taillight, brake lights and a license lgatevhich
illuminates the license plate.

(4) Two (2) taillights and two (2) brake lights required. Each light shall provide six (6)
square inches of luminous lens area unless a National Street Rod Association inspector
verifies the lights are original equipent.

(5) All replacement lenses shall be made of approved reflective material.

Street rods shall have turn signals, front and rear. Each turn signal shall provide six (6) square
inches of luminous lens are unless a National Street Rod Association insfeeiftes the turn
signals are original equipment.

(B) Horn: Every street rod shall be equipped with a horn that is electrically operated and that
will emit a minimum sound level of 9@B(A) measured at a distance of 200 feet directly in
front of the vehicle under clear weather conditions. The switch used aieatite horn
shall be easily accessible to the driver when operating the vehicle.

(C) Windshield Wipers: Every street rod shall be equipped with at least one (1) windshield
wiper installed in a position which effectively clears the windshield area diredilgnt of
the driver. The operation of the windshield wiper shall be controlled by the driver from
within the vehicle and shall ldectrically or vacuum operated.

(D) Accelerator Control System: Every street rod shall be equipped with an accelerator
contol system that returns the engine throttle to an idle position when the driver removes
the actuating force from the accelerator control.

(E) Instrumentation and Controls:
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(1) Speedometer: Every street rod shall be equipped with an operating speedometer
caibraed t o indicate fAmiles per hour

(2) Odometer: Every street rod shall be equipped with an operating odometer calibrated to
indicate fAtod al mil es driven

Automatic Transmission Lockout: Street rods equipped with an automatic transmission shall
have a neuél safetyswitch thatallows the vehicle to start in either neutral and/or park only.

PROCEDURE:
Inspect electrical/lighting systeimcheck all functions.

REJECT VEHICLE IF:

Any bulb or sealed beam unit fails to light. Turn signals do not properlyatediight and left

when switched (flashes too fast/slow.) Lamp shows color contrary to law; any lamp is covered
with any type of film, plastic or other material. Any lamp or reflector does not direct light
properly; dimmer fails to function. Auxiliargquipment if placed on, in or in front of any lamp.
Lamp assembly improperly fastened. Auxiliary/fog lamps must be on separate switch from
headlights, i.e. if headlamps are on. Auxiliary lamps must be capable of being turned off without
turning off headbhts. Rear center stoplight does not work or works other than stoplight only.

If tail/stop and turn signal lamps are not at least six (6) square inches of luminous lens area. If
replacement lens has no reflective materidte: unless verified by N&onal Street Rod
Association inspector, lights are original equipment.

Lamps must meet the following visibility requirements:
Tail i 500 feet
Stopi 100 feet
Turn Signali 100 feet
Platei 100 feet
Reflex reflectors 500 feet

Headlights measumaore than fiftyfour (54) inches or less than twesftyur (24) inches from
center of lamp to level ground.

Horn is loose/insecurely fastened, fails to function, no button or not presmsitive type.
Horn is not audible for not less than two hundréaDjZeet. Horn is not a readily acceptable
warning s-oogma&ao( @amrfmai s not acceptable.)

Wiper blades show signs of physical breakdown or wiping element parts missing or damaged.
Inoperable or blade(s) does not contact the windshield firidbte: Street rods are required
to have at least one (1) wiper positioned to clear the area directly in front of the driver.
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Odometer/speedometer is visibly broken or if mileage is same as last registration period. A
tachometer is acceptable in place of eesfpmeter.

Transmission lockout is nefunctioning.
BRAKES: Service brake testi platform tester

(A) Every street rod shall be equipped with hydraulic brakes acting on all wheels. The service
brakes, upon application, must meet allidguirements as specified in the Delaware Motor
Vehicle Regulations, Title 21, Section 4303.

(B) Parking Brakes: Shall meet all the requirements of the Delaware Motor Vehicle
Regulations, Title 21, Section 4304.

REJECT VEHICLE IF:

Any wheel fails to indicee braking action. The reading on any one wheel is less than 75% of the
reading on other wheel on the same axle for Weaver or fails Hunter specifications on same axle
and front to rear.

MOTORCYCLE INSPECTIONS

PROCEDURE:
All motorcyclespresented for any DMV inspection must mdenunder their own poweanto
the laneand cannot be inspectadhile on a trailer or truck.

1. Fenders must have front and rear.
REJECT IF: One or more fenders are missing.

2. Headlamg shall have atleastoneo not more than two; height
| ower than 2460. Must have high and | ow be

REJECT IF: Any headlamps inoperative or no high or low beam.

3. Tail lampi shall emit red light plainly visible from 500de At least one not more than
720 high nor | ess than 200.
REJECT IF: Light not installed; shows white light, inoperative or light is weak.

4. Stop lamp at least one; visible from 100 feet in normal sunlight. Must be activated by
application of front brikes and rear brakes on vehicles manufactured after January 1,
1969. Must have &quare inchesf lighted lensBrake lamg can pulseapidly for no
more than five (5) seconds when the brake is applied, and then converts to a continuous
light as a normal brake lamp until the time that the brake is released.
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REJECT IF: Lamp does work by both brake contrdlse lensis broken or the Ighted area
is too small

5. Tag lampi so placed to illuminate tag with a white light and render it clearly legible
from a distance of 50 feet to the rear.
REJECT IF: Lamp not operating or installed.

6. Reflectors up to 1976 model year shall havdesst one on the rear at a height of no
more than 600 or | ess than 2réflectors THe9 77 and
reflectors must have 4 square incbéseflective area.

REJECT IF: Reflectors not installedr too small

7. Turn signald requiredon all motorcycles manufactured since 1974. Minimufi23
square inches of luminous lens.

REJECT IF: Turn signalsareinoperative, weakor donat flash. If size is less thanB?2
square inches of luminous lens on 1974 or newer mddeks. must be aimmum of 9
inches of separation from center of lense and 16 inches on the front.

8. Horni must be audible for 200 feet under normal conditions. Sirens, whestlgs
bicyclehorns are prohibited. Horn button must be onmiredlebarglose to handgrip.
REJECT IF: Horn weak or inoperative, wrong type of horn or horn button in wrong place.

9. Mirror 1 at least one so placed to readily ascertain the presence of vehicles apgroachi
from behind or following.
REJECT IF: Mirror not installed or placed in an unusable position.

10.Exhausfi must be installednd ingood working order
ADVISE IF: Muffler is not present. See Title 21 84311
REJECT IF: Exhausts loose leaksor excessively rusted with holes.

11.Tiresi mu s t have a mini mum of 2/ 320 of tread b
REJECTIF: Ti res have | ess than 2/ 320 cupped.

12.Footrest or pegs all motorcycles shall be equipped with footrests.
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REJECT IF: One or more missingr broken.

13.Chaini must be kept tight; adjusted according
REJECT IF: More than¥«inch play.

14.Brakesi all brakes shall be maintained in good working order and shall be adequate to
control the movement of and to stapd hold the motorcycle.

REJECT IF: Front and rear brakes not work@hdpoth required on motorcycles
manufactured after January 1, 1969.

15. Speedometdr must be equipped with a speedometer in good working order.
REJECT IF: Not installed or not working.

16.Licenseplatesi the license plate assigned to the motorcycle shall at all times be securely
fastened to the rear of the vehicle at a h
in a condition to be clearly legiblél'he plate must beountedhorizontally. The plate
can be to the left or right of the rear fender but must masifér rearward of the axle as
possible petween the rear fender and the i@ede.

REJECT IF: Plate not securely fastened or obscured so that letterdherspr A Del awar e
cannot be identified. If registration sticker covers any nurabletter orif the plate is
covered with plastic or tint materialf the plate is mounted verticallyfif the plate is
further forward than the reaxleor between the seat/fender and tire and is not clearly
legible.

17.Chain guard/drive pulley covérrequired if originally equipped 1969 or newer.

REJECT IF: If chain guard/drive pulley cover is missing, brokerckacked. Note: Some
motorcycles are factory equipped with a chain guard that does not cover the rear half of
the chaid these vehiclewill not be rejected.

18. Helmeti required for every person operating or riding on a motorcycle.
REJECT IF: Helmet is mt in the possession of the operator.

19.Ground Effect Lighting LED ground effect lighting is acceptable if amber or white in
colorand burns steady
REJECT IF: Flashing or any other color than amber, yellowish or white.

MOPED and TRIPED INSPECTION

PROCEDURE:

Follow same procedure as specified for Motorcy8I¥B€EPT mopeds do not require turn

signals After initial inspection and registration/title of a Moped or Triped, Delaware inspection
is waived. The owner only needs to present the registration for renewal. Renewal period for
Mopeds and Tripeds is always December. The customer recéwesaasticker thawill expire

in December of the 3rd yeaProof of insurance isNOT required.
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8101. Definition

(31 AMopedo shall mean a pedal or nonpedal
which is 10 inches or more in maximum diameter, andhigaa motor characterized in

that the maximum piston displacement is less than 5&r @ electric motor rated

between 751 watts and 2,000 watts.

(76) "Triped" shall mean a pedal or nonpedal cycle having 3 wheels, either of which is

10 inches or morenimaximum diameter, and having an internal combustion motor
characterized in that the maximum piston displacement is less than 55 cc, or an electric

motor rated between 751 watts and 2,000 watts.

§ 4198J. Mopeds andTripeds (Found in Delaware Annotated G®)

(&) Mopeds andripeds shall not be operated upon interstate and limited access
highways, even to cross such highways, nor shall they be operated on tud-right
way of an operating railroad, except to cross such railroad, nor shall they be
operatedn any path set aside for the exclusive use of bicycles unless the helper
motor has been turned off.

(b) No person shall drive a moped or triped without having been licensed as an
operator of a motor vehicle under this title. The licensee shall hakdiseicse
in his immediate possession at all times when operating a moped or triped.

(c) Regulations applicable to bicycles shall apply whenever a moped or triped is
operated upon any public road or upon any path set aside for the exclusive use of
bicycles.

(d) Mopeds or tripeds shall be registered under regulations which shall be
adopted by the Division of Motor Vehicles. The registration anegestration

fee for mopeds or tripeds shall be $5.00 foryaea8r registration period. Upon
registrationof a moped or triped, the Division of Motor Vehicles shall issue a
decal or a distinctive number plate to be affixed to the moped or triped as indicia
of registration.

SCHOOL BUS INSPECTIONS

School bus inspections are the most impotisyections we perform. There will be no
compromise on school bus safety. The lives of up to 72 children depend on our inspectors
ensuring these vehicles are safe. If any doubt exists on the safety on any items, fail the bus and
require the item to bexied.

Anything not covered by this manual, which in the determination of the Motor Vehicle Services
Technician prevents the safe operation of the vehicle, should be rejected.

Motor Vehicle Services Supervisor will have final decision in these particasas.
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The Motor Vehicle Services Supervisor will ensure new vehicle inspectors are trained prior to
being certified to perform school bus inspections. The training will require a minimum of 10
school bus inspections to be performed, under supervigion tp being certified as a qualified
school bus inspector. Certification will require the inspector to be evaluated by the vehicle
services supervisor while performing a school bus inspection.

NOTE

The Department of Education has a "12 yearold' on school buses that are allowed to be on
contract by districts and contractors. This is enforced by the Department of Education and is
something DMV does not need to enforce.

Vehicle Services Supervisors will periodically evaluate inspectorssurerall bus inspections
are performed in a standardized manner.

I Warning !!

New Motor Vehicle Service Techniciamsll not perform bus inspections, without supervision,
until they have been certified.

Definitions

"School Bus" means every motor vetté which has the words "School Bus" displayed on the

front and rear of the vehicle as specified under Title 21 Delaware Code, Section 4362. Itis
painted national school bus yellow as specified under Title 21, Delaware Code, Section 4363(a).
It is equigped with flashing lamps as required under 21 Delaware Code, Section 4364. It meets
the minimum size requirements under 21 Delaware Code, Section 4363(b) and meets other
regulations as required by the Department of Public Safety and Department of Education
TypeA-The Type AAO school bus i s a ctgaarer si on o
cutaway froms ect i on vehicle with a |l eft side driver
persons. This definition shall include twiassifications: Type A, with a Gross Vehicle

Weight Rating (GVWR) over 10,000 pounds; and Typ#,Avith a GVWR of 10,000 pounds

and under.

TypeB-A Type fABO school bus is a conversion or
front-sectionvehicle chassis, or stripped chassis, with a gross vehicle weight rating of more than
10,000 pounds, designed for carrying more than 10 persons. Part of the engine is beneath and/or
behind the windshield and bes ibehiadthelfrant wheels.ver 6 s

TypeC-A Type ACO school b us -bhask coavl clhasss withagrass al | e d
vehicle weight rating of more than 10,000 pounds, designed for carrying more than 10 persons.
All of the engine is in front of the wifshield and the entrance door is behind the front wheels.

TypeD-A Type ADO school bus is a body installe
in the front, midship, or rear, with a gross weight rating of more than 10,000 pounds,

designed for carrmig more than 10 persons. The engine may be behind the windshield and
beside the driverbs seat; it may be at the r
between the front and rear axles. The entrance door is ahead of the front wheels.
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SCHOOL BUS REGISTRATION

The first step in the inspection of a school bus should be a short review of the registration and
records of the vehicle.

PROCEDURE

AGREEMENT AMONG PAPERS

Inspect registration certificate, license plates, vehicle description numbeslankk
identification number. Compare to determine if there is proper agreement among them.

PLATE MOUNTING AND CONDITION
Inspect license plates to see that they are securely mounted, clean and clearly visible.

REJECT VEHICLE IF:
Vehicle description or ightification number is not in agreement with registration certificate.
Numbers on license plates are not on registration certificate.

License plates are hanging from their mounting bracket. Plates are obscured so that letters,
numbers, First State of @vare, or registration stickers cannot be identified, numbers are
missing, or plate is covered with plastic tint material or mayerial thabbscures the plate in
anyway. If registration stickers are excessive or cover any numiRejsct busses with
unauthorized tags(Refer to Policy Regulation N@279.)

SCHOOL BUS FRONT END & SUSPENSION

Wheel Bearings Improperly adjusted front wheel bearings can cause wander, erratic front brake
action, and noise from interference of parts.

PROCEDURE

FRONT WHEEL BEARINGS

With front end of the vehicle raised properly, attempt to move wheel relative to the spindle by
grasping front tire top and bottom. Bearing maladjustment or wear is determined by the relative
movement between the brake drum (or d&sg) the backing plate (or splash shield).

LINKAGE PLAY - Unsafe looseness or free play causes wheel shimmy, erratic brake action and
steering control problems. Make sure any looseness detected is not wheel bearing free play, by
applying service brakesudng the inspection of this item.

STEERING LINKAGE- KINGPIN BALL JOINT PLAY

Vehicles with fAl 0 b-haighbusundetaxldy grasp fomt and fear of tire  a x |
and attempt to turn assembly right and left. Then grasp top and bottoemanfd attempt to

rock in and out.Note movement at extreme front and rear top and bottom of tire.

REJECT VEHICLE IF:
If relative movement between drum and backing plate is excessive.
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If side movement is found to be excessive.

If unsafe looseness damage can be detected in any steering or suspension component.

SCHOOL BUS TIRE INSPECTION

EQUIPMENT - Tread depth measuring gauge.

PROCEDURE
Inspect for tire wear.

Inspect for cord exposure.

Inspect for tread cuts, snags, or sidewall cracks.
Inspect for bumps, bulges or knots.

Inspect for wheel damage.

Vehicles shall be equipped with tires on the same axle that are matched in tire size designation,
construction and profile.

* Special Noe: Special purposetiresTi res mar ked f#ANot for Hi
Onlyo or other such restrictions shal/l n
highways.

ghway
ot be
REJECT VEHICLE IF:

Tire is worn with less than 4/32 inch uniform tread. rioap, regrooved tires on front of

vehicle.

Tire has a worn spot that exposes the cord through the tread or sidewall.

Tire has tread cuts, snags or sidewall cracks. Tire has visible bumps, bulges or knots indicating
partial failure or separation of thiee structure.

Any part of wheel is bent, cracked, rewelded, or damaged.
Any lug nuts or studs are loose or missing.

The bus has wheel covers concealing the lugs.
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Reject if less
than 4/

SCHOOL BUS GENERAL BODY 1 EXTERIOR
PROCEDURE

PROTRUDING METAL AND UNAUTORIZED STICKERS
Inspect for torn metal parts, molding, etc., which may protrude from vehidpect for
unauthorized bumper or body stickers.

COLOR
Inspect bus for proper color.

BUMPERS
Inspect bumpers fdrazardous condition or unsafe mounting.

TOW HOOK
Inspect for presence of and secure tow hooks.

EMERGENCY DOOR
Inspect for operation of do@andlisten for driver warning device. Inspect for lettering and
arrows showing direction of movement.

PASSENGERENTRY DOOR
Inspect for operation of door.

MARKINGS
AnSchool Buso in black | etters, 8 inches high

*For buses manufactured aftdan. 1, 2012 Each school bus shall be equipped with a sign on

the |l eft side of the rear bumper that says AW
AWE STOP ATO0O -shehl capitfaolurl etters conf or mi ng
Al phabets for Hi d LRODADSICROS.SI Nice PRAti on of
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the universal round railroad crossing sign (minimum 6 inch diameter). The symbol and all
lettering shall be black. The remainder of the signage shall be retro reflective NSBY midterial.
other colored deds or markings are allowed except the school district or contrabtmisess
name in black on the sides of the bus as close to middle as possible.

OBSTRUCTIONS TO VISION
Check for hood mounted devices such as bug deflectors.

REJECT VEHICLE IF:
Torn medl, glass or loose or dislocated parts protrude from surface of the vehicle causing a
safety hazard to pedestrian or cyclists.

If bus is any color contrary to law or unauthorized bumper or body stickers are present.

If the bumper is badly misplaced, |@bg attached, or a broken or torn portion is protruding.

Tow hooks are missing or loose.

If door operations is hampered in any manner. No warning to driver when door is open. Missing

or broken parts. Emergency door is not marked or arrows showingalref movement is

missing.

fASchool Busodo in black | etter s, isBotpreseatlhores hi gh
illegible.l f A We St op atonétareskentanthereaCoflbuses imanyfactured after

Jan. 1, 2012.

Vehicle is equipped with hood bug defl ectors

SCHOOL BUS - GENERAL BODY - INTERIOR

PROCEDURE

FLOOR PAN & STEPS

Inspect floor pan forusted out areas or holes which could permit entry of exhaust gases or
which would not support occupants properly.

Inspect floor covering for cracking, adhesion, and sealing.

Inspect for white separation line.

SEATS AND SEAT BELT

Inspect seats to seeattithey are securely anchored to floor pan. Cushions should be anchored to

the seat support system.

Inspect seats for condition of frameail, and cover material.
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|l nspect drivero6s seat belt for fragosedry split,
damaged anchorage or floor pan.

Inspect for torn interior metal trim, etc., which may present a hazard to passengers.

STANCHIONS AND GUARD RAILS
Inspect all stanchions, guard rails, grab handles, etc., for tightness.

HANDRAILS

Inspect handrailand ensure spacer has been added to the bottom attachment of the handrail to
the wall . Usé¢ siirmsige @atti ¢ ® a® o o |1l Btaensure straps,a | he
draw strings, etc. will not lodge in handrail when child is exiting from BMgrning -

temporary installed handrails can result in f
rail.

SUN VISORS

Inspect sun visor for broken, bent or loose parts which prevent it from being positioned; or for
visor which will not stay in aet position.

COMMUNICATION DEVICES

Effective September 1, 1997, all buses will be equipped with an operating cellular phone or
radio.

REJECT VEHICLE IF:

If floor pan or floor is rusted through significantly to cause a hazard to an occupanthat so
exhaust gases could enter the occupant compartment.

Floor pan or steps show signs of structural weakness or not covered with step tread covering.

If floor is cracked, curled, or worn so that it is not waterproof at the seams, or presents a tripping
hazard.

Line is not present or visible.

All seat anchor bolts are not securely fastened to floor or are missing.

Seat over material is torn or seat rail mame isexposed.

No seat belt is installed for driver or does not operate properly.

Stanchions and guard rails shall be padded with an energy absorbing material designed to
minimize injury producing impact forces. Padding on stanchions shall extend to within 3 inches

of bus ceiling and to within 3 inches of bus floor. Padding on eaadl gaihshall extend from
bus wall to its farthest support.
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Handralp acer has not been installed in proper
the handrail catches on handrail.

Driver visor is missing, broken, behbose or will not stay n a set position.

Communication devices are not installed.

SCHOOL BUS UNDERBODY

EXHAUST
The exhaust system includes the piping leading from the flange of the exhaust mém#oid
including the mufflers, resonators and the tail piping.

PROCEDURE
EXHAUST SYSTEM
Visually examine mufflers, resonators, tail pipes, and supporting hardware.

Rusted or corroded surfaces should be given particular attention.
Holes in the system made by the manufacturer for drainage are not cause for rejection.

FUEL SYSTEM
The fuel system includes the fuel tank, fuel pump and necessary piping to carry the fuel from the
tank to the carburetor.

FLUID LEAKS
Visually examine for fuel and/or fluid leaks.

DRIVE SHAFT
A Metal guard or guards to prevehe drive shdffrom whipping throughhefloor or dropping
to ground ifit is broken shall protedhedrive shaft.

REJECT VEHICLE IF:

Vehicle has no muffler. There are loose or leaking joints; holes, leaking seams or patches on the
muffler. Tail pipe end is pinchedElements of system are not securely fastened. There is a
muffler cutout or similar device that allows excessive noise.

Any part of theexhauskystem is not securely fastened or supported.

Tailpipes must extend from bus using one of the followindejunes: (a) extend beyond rear

axle and shall extend at least 5 inches beyond chassis frame and be mounted outside of chassis
frame rail at end point (end of bus) or (b) may extend to the left side of the bus behind the drivers
compartment outboard ohassis center line but must extend past chassis center line as follows:
Type A bus- manufacturer standard. Type B, C, D, bd8.5 inches past centerline. (See
Definitions)
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Buses manufactureafter March 1, 1998 must adhere to the following guidedst

Exhaust pipe, muffler, and tailpipe shall be outside the bus body compartment and attached to
the chassis so as not to damage any other chassis component.

Tailpipe shall be constructed of a corrosresistant tubing material at least equadtirength and
durability to 16gauge steel tubing.

Chassis manufacturers shall furnish an exhaust system with tailpipe of sufficient length to exit

the rear of the bus or at the | eft side of th
of the rer wheel house opening. If designed to exit at the rear of the bus, the tailpipe shall

extend at five inches beyond the end of the chassis frame. If designed to exit to the side of the

bus, the tailpipe shall extend at least 48.5 inches (51.5 inclineshibtly is to be 102 inches

wide) outboard from the chassis centerline.

a) On Types C and D vehicles, the tailpipe shall not exit beneath a fuel fill or emergency door
exit.

b) Type A and B chassis may be furnished with t
corfiguration.

Exhaust system on a chassis shall be adequately insulated from the fuel system.
Muffler shall be constructed of corrosioesistant material.

The exhaust system on vehicle equipped with a power lift unit may be routed to the left of the
right frame rail to allow for the installation of a power lift unit on the right side of the vehicle.

There is fuel leakage at any point in the system.
Fuel tank filler cap is missing.
Any leaks in the brake or fuel system. Any leaks that may be a sduwembustion.

Reject ifdrive shaftiguard is missing.

SCHOOL BUS SERVICE BRAKES
SERVICE BRAKE EQUIPMENT - DRIVE-ON AND STOP TESTER

EQUIPMENT- DRIVE ON AND STOP TESTER (HUNTER OR WEAVER)

PROCEDURE
Method- Platform Test
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Drive vehiclandndtoopgia@rplvet fomrm tester. Apply
8 mph without wheel lockip. All braking action must take place on the platform.

These machines may be used to inspect the relative effectiveness of each wheel. There should be
brakingaction on all wheels and the action on any one wheel should be 75 percent or more of the
action on the other wheel on the same axle.

PARKING BRAKE
Inspect parking brake function for setting and release. Set the parking brake firmly.

REJECT VEHICLE IF:
If any wheel fails to indicate braking action. If the reading on any one wheel is less than 75
percent of the reading or other wheel on the same axle.

If the parking brake will not hold the vehicle stationary with the engine running at slightly
acceleragd speed with shift lever in drive position for automatic transmission or shift lever in
low gear with clutch engaged for standard transmission.

SCHOOL BUS LAMPS AND SIGNALS

All inspectors will be knowledgeable of Title 21, Section 43358, Subchaptet,ILights,

General lamp reflector inspection and special provision of Section 4364, Flashing Lamp, and
Section 4365, Stop Signal Device. This includes all original equipment, exighiong, plus
whatever lights have been added. If a vehicle is egdippth alight, it should work properly.

PROCEDURE
VISUAL CHECK OF LAMP FUNCTION
Turn on the night driving lights and visually check the following:

Activate turn signal lever to right and left, observe function of turn signal lights:

Stop lamps (4pn 89 or newer

Tail lamps (4) on 89 or newer (type A buses may have manufacturer standard)
Headlampsupper and lower beam

Parking lamps

Clearance lamps

Side marker lamps

Reflex reflectors

Emergency warning lamps

Plate lamp

Clearance lamps on sides conmelcto function with regular turn signal lamps

[ entA eI et et antRN e en-EN et eI e

Required on all size school buses alternately flashing la@psnber 2 red on front and rear

5 1/ 206 in diameter & visible at 500 ft. i n no
*Visors or hoodsver flashing red and amber lighkdack in color, shall be required and shall

have a minimum depth of 4 inches buses manufactured affan. 1, 2012
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